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Meijer – FTB, Fitchburg, WI 
City of Fitchburg 

Architectural & Design Review: 
 

Impervious Surface Ratio (ISR): 72% (City Standard: maximum 65% ISR) 
Sec 22-607  
All developments and occupancies subject to design review shall be planned and constructed so 
that surface drainage drains from structures. Impervious surface ratios shall be limited to no 
more than 65 percent, except where a different level has been set forth through an approved 
plan, land division approval, other zoning standard, or other zoning approval. The commission, 
in its judgment, may allow a higher ratio provided it is not contrary to an existing approval, and 
on-site infiltration, pervious pavement or other measures to mitigate the higher ratio are 
provided and maintained. 

 
Meijer respectfully requests the Plan Commission to consider the impervious surface ratio for Lot 1 – 
Meijer equal to 72%.   In order to provide minimal parking for the Meijer project, the impervious surface 
ratio exceeds 65%.  Other Meijer Wisconsin stores have over 600 parking spaces, while the proposed 
Meijer Fitchburg store will have 479 parking spaces.  Meijer has tried to reduce on-site impervious 
surface.  The proposed stormwater management system will include underground detention with 
infiltration, and will be designed and permitted to comply with the City of Fitchburg and Dane County 
stormwater standards.    

 
Building Requirements responses: 
 
Main Store: 

6. Construction Type – Precast concrete wall panels with steel columns and joist. 
7. Foundation Type – Slab on grade and conventional spread footings 
8. Number of levels – 1 Level 
9. Covering Type – The concrete panels are brick imprinted and painted per the color elevations on 

all four sides.  Additionally, we have stone wainscots and pilaster on 3 sides of the building. 
10. Roof Type – Flat 
11. Roofing Material – TPO – Color: White 
12. Exterior Doors & Windows – Front elevation: 2 storefront entry towers with a total of 4 sliding 

glass entry doors, glass windows running the length of both cart storages, HM door.  Back 
elevation: 4 HM doors & 1 overhead roll up door.  Garden center elevation: 3 overhead roll up 
doors, 2 sliding glass doors, pharmacy drive up window, and 1 HM door.  Right side elevation:  3 
overhead roll up doors, 2 HM doors.  See elevations for size and locations. 

13. Fire protection – The building has a sprinkler system and fire alarm system. 
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Convenience Gas Station: 

6. Construction Type – Precast concrete wall panels with steel joist. 
7. Foundation Type – Slab on grade and conventional spread footings 
8. Number of levels – 1 Level  
9. Covering Type – The concrete panels are brick imprinted and painted per the color elevations on 

all four sides.  Additionally, we have stone wainscots and pilaster on 4 sides of the building. 
10. Roof Type – Flat 
11. Roofing Material – TPO – Color: White 
12. Exterior Doors & Windows – Front elevation: Storefront entry with glass entry doors.  Back 

elevation: 2 spandrel glass windows.  West side elevation:  3 spandrel glass windows.  East side 
elevations: 2 spandrel glass windows & 1 HM door.  See elevations for size and locations. 

13. Fire protection – The building has a fire alarm system. 
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THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.

THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF THE MATERIAL SAMPLES PROVIDED.

1.5R SUPERCENTER
(NWC) MCKEE ROAD & FITCHRONA ROAD

FITCHBURG, WI

ELEVATION - BACK

ELEVATION-GARDEN CENTER

ELEVATION - RIGHT SIDE

ELEVATION - FRONT

RENDERING FINISH LEGEND

CODE FINISH PRODUCT COLOR

EF-5 ENTRANCE AND STOREFRONT FRAMES -- CLEAR ANODIZED ALUMINUM

EF-8 SECTIONAL OVERHEAD DOORS -- WHITE

EF-15

INSULATED PRECAST CONCRETE WALL - BRICK IMPRINTED

/ USE SHERWIN WILLIAMS SW 7641 CRUSHED ICE FOR

MORTAR JOINT
SHERWIN WILLIAMS SW 7046 ANONYMOUS

EF-17

INSULATED PRECAST CONCRETE WALL - BRICK IMPRINTED

/ USE SHERWIN WILLIAMS SW 7641 CRUSHED ICE FOR

MORTAR JOINT
SHERWIN WILLIAMS SW 7640 FAWN BRINDLE

EF-18
INSULATED PRECAST CONCRETE WALL - SMOOTH FACE

FINISH
SHERWIN WILLIAMS SW 7641 COLONNADE GRAY

EF-19

INSULATED PRECAST CONCRETE WALL - BRICK IMPRINTED

/ USE SHERWIN WILLIAMS SW 7641 CRUSHED ICE FOR

MORTAR JOINT

SHERWIN WILLIAMS SW 7641 COLONNADE GRAY

EF-20 CANOPY FASCIA PANEL AND SOFFIT PAC-CLAD INTERSTATE BLUE

EF-21
SHEET METAL FLASHING AND TRIM - EDGE FLASHING AT

CANOPY
PAC-CLAD INTERSTATE BLUE

EF-22
SHEET METAL FLASHING AND TRIM - EDGE FLASHING AT

PARAPET
PAC-CLAD INTERSTATE BLUE

EF-23
FIELD PAINTED STEEL - STEEL FRAMING AND COLUMNS,

HANGER ASSEMBLIES, AND METAL DECK
SHERWIN WILLIAMS SW 6510 LOYAL BLUE

EF-24
FIELD PAINTED STEEL - STEEL FRAMING AND COLUMNS,

GUARDRAIL, AND JIB HOIST
SHERWIN WILLIAMS SW 7640 FAWN BRINDLE

EF-25 FIELD PAINTED STEEL - HOLLOW METAL DOORS & FRAMES SHERWIN WILLIAMS SW 7640 FAWN BRINDLE

EF-26 FIELD PAINTED STEEL - HOLLOW METAL DOORS & FRAMES SHERWIN WILLIAMS SW 7641 COLONNADE GRAY

EF-28 METAL PANELS PAC-CLAD GRANITE

EF-29 SHEET METAL FLASHING AND TRIM PAC-CLAD GRANITE

EF-52 GALVANIZED STEEL FINISH -- GALVANIZED

EF-53 DECORATIVE BLACK FENCE -- BLACK

EF-54 CHAIN LINK FENCE WITH SLATS -- GREY SLATS TO MATH BUILDING COLOR

EF-60 ALUMINUM CLAD SPANDREL PANELS -- CLEAR ANODIZED

EF-61 CONCRETE CAP -- GRAY

EF-62 LIMESTONE ELDORADO STONE GRAND BANKS

07/10/2020



THE COLORS SHOWN IN THIS RENDERING ARE CLOSE APPROXIMATIONS. BECAUSE OF INK VARIATIONS AND DIFFERENCES IN PRINTERS, AN EXACT COLOR MATCH CANNOT BE ACHIEVED.
THE VIEWER IS ADVISED TO USE THE RENDERING AS A GUIDE FOR THE ARRANGEMENT OF COLORS ON THE BUILDING, AND TO THEN REFER TO THE ACTUAL COLOR OF THE MATERIAL SAMPLES PROVIDED. 07/10/2020

NW Corner Fitchrona & McKee with Wall
(NWC) MCKEE ROAD & FITCHRONA ROAD
FITCHBURG, WI



SYMBOL LEGEND AGENCIES VICINITY MAP

1

A AREA

ALT ALTERNATE

AMP AMPERE

ARCH ARCHITECTURAL

ASTM AMERICAN SOCIETY FOR

TESTING & MATERIALS

B/C BACK OF CURB

BIT BITUMINOUS PAVEMENT

BM BENCH MARK

C CONDUIT

CAL CALIPER

CB CATCH BASIN

CFH CUBIC FEET PER HOUR

C.I. CURB ISLAND

CIR CIRCUIT

CONC CONCRETE

DIA DIAMETER

(E) EAST

E.I.F.S. EXTERIOR INSULATION

FINISHING SYSTEM

EL. ELEV ELEVATION

EQ EQUIVALENT

ES END SECTION

ETC ETCETRA

FH FIRE HYDRANT

FF FINISHED FLOOR

FT² FOOT SQUARE

GND, GRD GROUND

GP GUTTER PAN

GPD GALLONS PER DAY

GPM GALLONS PER MINUTE

GV&BOX GATE VALVE AND BOX

HC HIGH CAPACITY

HD HEAVY DUTY

HT HEIGHT

IE INVERT ELEVATION

KVA KILAVOLT AMPERE

LBS POUNDS

LD LIGHT DUTY

LED LIGHT EMITTING DIODE

LF LINEAR FEET

LG LARGE

MANUF MANUFACTURE

MAT'L MATERIAL

MAX MAXIMUM

MECH MECHANICAL

MIN MINIMUM

MH MANHOLE

(N) NORTH

OC ON CENTER

OSHA OCCUPATIONAL SAFETY &

HEALTH ADMINISTRATON

PC POINT OF CURVATURE

PE POLYETHYLENE

PH PHASE

PSI POUNDS PER SQUARE INCH

PT POINT OF TANGENCY

PVC POLYVINYL CHLORIDE

PVMT PAVEMENT

R RADIUS

RCP REINFORCED CONCRETE PIPE

RE; REFERENCE

REQ'D REQUIRED

ROW RIGHT-OF-WAY

RW RETAINING WALL

(S) SOUTH

SAN SANITARY SEWER

SB SOIL BORING

SF, SQFT SQUARE FEET

SQ SQUARE

STM STORM SEWER

STRUC STRUCTURE

TC TOP OF CURB

TEL TELEPHONE

TP TOP OF PAVEMENT

TRNF TRANSFORMER

TS TOP OF SLAB

TW TOP OF WALL

TYP TYPICAL

UC UTILITY CROSSING

UD UNDER DRAIN

W WIRE

(W) WEST

W/ WITH

WC WATER COLUMN

WTR WATER

WWF WELDED WIRE FABRIC

ABBREVIATIONS

NTS

VICINITY MAP

A5

NTS

OVERALL SITE PLAN

B5

MAIN STORE AND C-STORE
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0
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ALL CONTRACTORS SHALL NOTIFY UTILITY COMPANIES AND GOVERNMENT AGENCIES IN WRITING OF THE

INTENT TO EXCAVATE NO LESS THAN 72 HOURS PRIOR TO SUCH EXCAVATION (EXCLUSIVE OF

SATURDAYS, SUNDAYS, AND HOLIDAYS) AND CALL LOCAL UTILITY LOCATING AGENCY AT 1-800-242-8511.

EXISTING UTILITY LOCATIONS SHOWN SHALL BE VERIFIED BY CONTRACTOR PRIOR TO CONSTRUCTION.

LOCATIONS OF UNDERGROUND UTILITIES ON THESE DRAWINGS ARE APPROXIMATE ONLY AND BASED ON

ACTUAL FIELD LOCATIONS OF VISIBLE STRUCTURES AND PLAN COMPUTATIONS.

BASIS OF BEARING: BEARINGS ARE REFERENCED TO THE DANE COUNTY COORDINATE SYSTEM IN WHICH

SOUTH LINE OF THE SW 

1

4

 BEARS N88°12'32"W.

NORTHWEST FLANGE BOLT ON HYDRANT LOCATED APPROXIMATELY 370' NORTH OF McKEE ROAD ON THE

EAST SIDE OF FITCHRONA ROAD.

ELEVATION= 1059.38

REFER TO SOIL BORING LOGS PREPARED BY ECS MIDWEST, LLC DATED 05/29/2020.

GENERAL NOTES LOCAL UTILITY LOCATING AGENCY

BENCHMARK

GEOTECHNICAL

--

SHEET KEYNOTE INSTRUCTIONS

SHEET KEYNOTES ARE NOTED WITHIN THE GRAPHIC AREA OF THE DRAWING. THESE ARE

REPRESENTED BY A NUMBER SURROUNDED BY A HEXAGON, WITH OR WITHOUT A LEADER. A

LEGEND ON THE RIGHT SIDE OF THE PAGE LISTS THE NOTES IN NUMERICAL ORDER.

EXAMPLE:

1. CONDUCT SITE CLEARING OPERATIONS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS, WALKS, AND OTHER ADJACENT

OCCUPIED OR USED FACILITIES. DO NOT CLOSE OR OBSTRUCT STREETS, WALKS, OR OTHER OCCUPIED OR USED FACILITIES WITHOUT

PERMISSION FROM AUTHORITIES HAVING JURISDICTION. STREETS AND ROADWAYS SHALL BE THOROUGHLY CLEANED AND/OR SWEPT

ON A DAILY BASIS OR MORE FREQUENTLY AS REQUIRED BY THE GOVERNING AUTHORITY. RESTORE DAMAGED IMPROVEMENTS TO

ORIGINAL CONDITION AS ACCEPTABLE TO PARTIES HAVING JURISDICTION.

2. PROVIDE DUST CONTROL MEASURES IN ACCORDANCE WITH LOCAL AUTHORITIES.

3. ALL STREET SURFACES, DRIVEWAYS, CULVERTS, ROADSIDE DRAINAGE DITCHES AND OTHER STRUCTURES THAT ARE DISTURBED OR

DAMAGED IN ANY MANNER AS A RESULT OF CONSTRUCTION SHALL BE REPLACED IN ACCORDANCE WITH SPECIFICATIONS.

4. UNLESS SPECIFIED OTHERWISE, ALL MATERIAL AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH MEIJER STANDARD

SPECIFICATIONS, THE STATE DEPARTMENT OF ENVIRONMENTAL QUALITY STANDARDS, DEPARTMENT OF TRANSPORTATION

SPECIFICATIONS AND/OR THE APPROPRIATE LOCAL AUTHORITIES.

5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PERMITS, PERMIT FEES, LICENSES, AND LICENSE FEES, UNLESS NOTED

OTHERWISE.

6. RELOCATION OF ANY UTILITIES SHALL BE PERFORMED IN ACCORDANCE WITH THE PROVISIONS OF THE APPROPRIATE UTILITY

COMPANY AND/OR REGULATORY AGENCY. OBTAIN WRITTEN APPROVAL FROM THE ENGINEER BEFORE ANY UTILITY RELOCATION.

7. ELECTRONIC FILES IN DWG FORMAT WILL BE SUPPLIED TO THE CONSTRUCTION MANAGER FOR LAYOUT AND GRADING.

8. ELECTRONIC FILE USE TERMS AND CONDITIONS:

8.A. RECIPIENT ACKNOWLEDGES THAT ANY USE OF THE TRANSFERRED DATA IS FOR INFORMATION ONLY AND NOT

GUARANTEED OR WARRANTED BY MEIJER OR ITS CONSULTANTS.  USE OF TRANSFERRED DATA BY THE RECIPIENT SHALL

BE AT RECIPIENT'S SOLE RISK.  RECIPIENT ACKNOWLEDGES THAT THE AUTOMATED CONVERSION OF INFORMATION AND

DATA FROM THE ORIGINAL FORMAT AND SYSTEM TO AN ALTERNATE FORMAT OR SYSTEM CAN NOT BE ACCOMPLISHED

WITHOUT THE INTRODUCTION OF INEXACTITUDES, ANOMALIES, AND ERRORS. RECIPIENT FURTHER ACKNOWLEDGES THAT

THE ELECTRONIC DATA MAY NOT BE FULLY COMPATIBLE WITH RECIPIENT'S COMPUTER SYSTEM AND NEITHER MEIJER NOR

ITS CONSULTANTS MAKE NO REPRESENTATIONS REGARDING SUCH COMPATIBILITY.

8.B. ACCORDINGLY, WITH RESPECT TO THE CONVERSION AND USE OF SUCH ELECTRONIC DATA.  RECIPIENT AGREES TO

ASSUME ALL RISKS ASSOCIATED THEREWITH, AND TO THE FULLEST EXTENT PERMITTED BY LAW, TO HOLD HARMLESS AND

INDEMNIFY MEIJER AND THEIR CONSULTANTS FROM AND AGAINST ALL CLAIMS, LIABILITIES, LOSSES, DAMAGES, AND

COSTS, INCLUDING BUT NOT LIMITED TO ATTORNEY'S FEES AND COSTS, WHETHER OR NOT SUIT HAS BEEN FILED, ARISING

OUT OF, OR IN ANY WAY CONNECTED WITH THE USE, MODIFICATION, MISINTERPRETATION, MISUSE, OR REUSE BY

RECIPIENT OR OTHERS OF THE ELECTRONIC DATA WHICH IS PROVIDED BY MEIJER OR ITS CONSULTANTS UNDER THESE

TERMS AND CONDITIONS.

8.C. THESE TERMS AND CONDITIONS SHALL BE BINDING UPON THE SUCCESSORS AND ASSIGNS OF THE PARTIES.

UPON ACCEPTANCE OF THE ELECTRONIC DATA TRANSMISSION, RECIPENT HEREBY AGREES TO THE FOREGOING TERMS AND

CONDITIONS.  IF RECIPIENT DOES NOT AGREE TO THE FOREGOING TERMS AND CONDITIONS, MEIJER AND ITS CONSULTANTS DO

NOT AUTHORIZE THE USE OF THE TRANSMITTED DATA, AND RECIPIENT SHALL DESTROY THE TRANSMITTED DATA AND NOTIFY

MEIJER OR ITS CONSULTANTS OF THE SAME BY PROVIDING WRITTEN NOTICE WITHIN ONE DAY OF TRANSMISSION.  FAILURE TO

PROVIDE SUCH NOTICE SHALL ACT AS WAIVER AND RECIPIENT SHALL BE BOUND TO THE FOREGOING TERMS AND CONDITIONS.

1. ALIGN NEW CONSTRUCTION WITH THE

FACE OF EXISTING CONSTRUCTION.

SITE ADDRESS:

MAIN STORE:

GAS STATION:

XXX FITCHRONA ROAD

XXX FITCHRONA ROAD

ZONING

CITY OF FITCHBURG PLANNING / ZONING

SONJA KRUESEL, AICP

CITY PLANNER & ZONING ADMINISTRATOR

5520 LACY ROAD

FITCHBURG, WI 53711

(608) 270-4255

SONJA.KRUESEL@FITCHBURGWI.GOV

UTILITIES

DEPARTMENT OF PUBLIC WORKS/CITY ENGINEER

BILL BALKE

DIRECTOR OF PUBLIC WORKS

5520 LACY ROAD

FITCHBURG, WI 53711

(608) 270-4264

PUBLIC WORKS (STORM SEWER)

CLAUDIA GUY

ENVIRONMENTAL PROJECT ENGINEER

5520 LACY ROAD

FITCHBURG, WI 53711

(608) 270-4262

CLAUDIA.GUY@FITCHBURGWI.GOV

PUBLIC WORKS (WATER)

TRACY FOSS

UTILITY PROJECT ENGINEER

5520 LACY ROAD

FITCHBURG, WI 53711

(608) 270-4272

TRACY.FOSS@FITCHBURGWI.GOV

PUBLIC WORKS (SANITARY SEWER)

TRACY FOSS

UTILITY PROJECT ENGINEER

5520 LACY ROAD

FITCHBURG, WI 53711

(608) 270-4272

TRACY.FOSS@FITCHBURGWI.GOV

BUILDING PERMITS

BUILDING DEPARTMENT

JOHN CROOK

DIRECTOR OF BUILDING INSPECTION SERVICES

5520 LACY ROAD

FITCHBURG, WI 53711

(608) 270-4240

JOHN.CROOK@FITCHBURGWI.GOV

FIRE

CITY OF FITCHBURG FIRE DEPARTMENT

JOE PULVERMACHER

FIRE CHIEF

5791 LACY ROAD

FITCHBURG, WI 53711

(608) 270-7070

JOE.PULVERMACHER@FITCHBURGWI.GOV

GAS

MADISON GAS & ELECTRIC COMPANY

JOHN M. WICHERN

GAS SYSTEMS ENGINEERING

P.O. BOX 1231

MADISON, WI 53701-1231

(608) 252-1563

JWICHERN@MGE.COM

ELECTRIC

ALLIANT ENERGY

JERRY L. BATSON P.E.

LEAD DISTRIBUTION ENGINEER

OFFICE: (608) 845-1130

CELL: (608) 444-7766

JERRYBATSON@ALLIANTENERGY.COM

16.92  ACRES  LOCATED  IN

PART OF THE SOUTHWEST 1/4 OF SECTION 6, TOWNSHIP 6  NORTH, RANGE 9

EAST, IN THE CITY OF FITCHBURG, DANE COUNTY, WISCONSIN.

MEIJER STORE #FTB

McKEE ROAD & FITCHRONA ROAD

CITY OF FITCHBURG, DANE COUNTY, WI 53719

EXISTING TOPOGRAPHY IS BASED ON AN ACTUAL FIELD SURVEY PERFORMED BY CHAPUT LAND

SURVEYS, IN FITCHBURG, WISCONSIN, ON 23 MARCH, 2020.

SURVEY

CIVIL

07/21/2020 C-001 COVER SHEET

07/21/2020 C-002 GENERAL NOTES

07/21/2020 C-003 GENERAL NOTES

07/21/2020 C-200 OVERALL SITE LAYOUT / PAVEMENT PLAN

07/21/2020 C-300 OVERALL SITE GRADING PLAN

07/21/2020 C-400 OVERALL UTILITY PLAN

07/21/2020 C-501 EXTERIOR SITE SIGNAGE PLAN AND DETAILS

07/21/2020 C-600 OVERALL LANDSCAPE PLAN

07/21/2020 C-700 STANDARD DETAILS 1

07/21/2020 C-701 STANDARD DETAILS 2

07/21/2020 C-702 STANDARD DETAILS 3

07/21/2020 C-703 STANDARD DETAILS 4

07/21/2020 C-801 SITE PHOTOMETRIC PLAN

03/20/2020 A-1 ALTA/NSPS LAND TITLE SURVEY

03/23/2020 T-1 TOPOGRAPHIC SURVEY
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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Lot  2

XXX

X

X

X

X

X

X
X

X
X

X
X

X
X

X

X

X

X

X

X

X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X

X

X
X

X
X

X
X

X

18

STOP

STOP

STOP

STOP

ICE CHEST

PEDESTRIAN
CROSSWALK

COMPACTOR
WITH SCREENING

TRUCK DOCK
RECEIVING AREA

GRADE LEVEL RECEIVING AREA

ELECTRICAL
EQUIPMENT

TRANSFORMER
PAD

FUEL TANKS

MEIJER  PRICE
POINT SIGN

UST  VENT RISER

CANOPY

PROPANE
EXCHANGE

BIN

FUTURE
DEVELOPMENT

EMPLOYEE SHELTER

LIGHT POLE
(TYP.)

5' SIDEWALK

5' SIDEWALK

5' SIDEWALK

PHARMACY
DRIVE-UP

GARDEN CENTER

TRASH
ENCLOSURE

TRUCK DOCK
RECEIVING AREA

CART
STORAGE

CART CORRAL
(TYP.)

CONVENIENCE
STORE

3,376 SF

PEDESTRIAN
CROSSWALK

DIESEL
DISPENSERAIR/VACCUM

CART CORRAL
(TYP.)

PEDESTRIAN
CROSSWALK

"QUICK TRIP
PARKING"

STALLS

PROPOSED "PICK-UP
PARKING" WITH

NUMERICAL SIGN
LOCATIONS

LIGHT POLE
(TYP.)

STOP

BIKE RACK

BIKE RACK

159,264 SQ. FT.

1.97 AC

SCREEN WALLS

SCREEN WALLS

COMPACTOR
WITH SCREENING

OUTDOOR
SALES AREA

SEASONAL/
OUTDOOR SALES

TYPICAL

GRADE LEVEL RECEIVING PARKING

OUTDOOR
SALES AREA

CANOPY

CANOPY

CANOPY

EXISTING
TRAFFIC
LIGHT

PROPOSED
GUARDRAIL

PROPOSED
GUARDRAIL
±800 LF PROPOSED
RETAINING WALL

±800 LF PROPOSED
RETAINING WALL

(EV) ELECTRIC
CHARGING STATION
WITH (2) GUARD POSTS
ON CONCRETE PAD

X
X

X
X

X
X

X
X

X X X X X X
X X X X X X X

X X X X X

X
X

X
X

X
X

OUTDOOR
SEATING
AREA

PROPOSED 6' HIGH WOODEN FENCE

PROPOSED
3.5' HIGH

SCREEN WALLPROPOSED 5' WIDE
SIDEWALK

LANDSCAPE AREA

BIKE RACK

PROPOSED
PLANTERS (8)

ORNAMENTAL FENCE
AND COLUMNS

EXISTING 5'
CONCRETE
SIDEWALK
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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D

MCKEE  ROAD

PARKING SUMMARY

ACREAGE SUMMARY

MAIN STORE

PARKING PROVIDED

BARRIER FREE PARKING (HC)

PARKING PROVIDED

BARRIER FREE PARKING

CONVENIENCE STORE

OVERALL DEVELOPMENT

PARKING PROVIDED

BARRIER FREE PARKING

TOTAL PARKING

TOTAL PARKING

TOTAL PARKING

PARKING REQUIRED PER MEIJER

(3 SP/1000 SF)

159,264

447

478

441

20

  461

17

1

18

458

21

479

TOTAL BUILDING SQUARE FOOTAGE

MAIN STORE & FUEL STORE (LOT 1)

LOT 2

TOTAL OVERALL ACREAGE

±14.95 A.

± 1.97 A.

±16.92 A.

PARKING REQUIRED PER CITY

CURRENT ZONE: R-D  RURAL DEVELOPMENT

PROPOSED ZONE: B-G  GENERAL BUSINESS

SITE ZONING

(1 SP PER 300 SF RETAIL SPACE (134,089 SF) )

·
·
·

·
·
·

Lot  3
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X
X

X
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X
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X
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X
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X
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X
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STOP

STOP

STOP

STOP

STOP

159,264 SQ. FT.

1.97 AC

X
X

X
X

X
X

X
X

X X X X X
X X X X X X X X

X X X X X

X
X

X
X

X
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PROPOSED
3.5' HIGH

SCREEN WALL
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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MCKEE  ROAD

UNDERGROUND CABLE

OVERHEAD WIRES

UNDERGROUND ELECTRIC

GAS

LANDSCAPE

FENCE

GUARDRAIL

CENTERLINE

GRAVEL

WOOD LINE

RETAINING WALL

WATERMAIN

CULVERT

CURB

CONTOUR MAJOR600

1" IRON PIPE FOUND

1" IRON PIPE SET

IRON ROP FOUND

MONUMENT FOUND

CABLE PEDESTAL

ELECTRIC MANHOLE

ELECTRIC METER

ELECTRIC PEDESTAL

GUY WIRE

LIGHT POLE

POWER POLE

GAS METER

GAS VALVE

BOLLARD

FENCE POST

MISCELLANEOUS MANHOLE

ROCK

SANITARY CLEANOUT

SANITARY MANHOLE

CATCH BASIN

CULVERT

INLET

STORM CLEANOUT

STORM MANHOLE

SIGN

TRAFFIC SIGNAL

EVERGREEN SHRUB

EVERGREEN TREE

TREE

TREE SHRUB

FIRE HYDRANT

WATER SHUT OFF

WATER VALVE

C

E

CO

D

ST

Rock

MM

METER

E

CB

MAILBOX

STUMP

YARD LIGHTY

FLAG POLE

AIR HANDLING UNIT

SEPTIC TANK
SA

FLAG

WATER SPIGOT

SA

NO ACCESS LINE

·
·

XX X XX X

Lot  3
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X
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X
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X
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X
X

X
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STOP

STOP
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STOP

STOP

159,264 SQ. FT.

1.97 AC

X
X

X
X

X
X

X X X X X X
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X
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X
X

PROPOSED
3.5' HIGH

SCREEN WALL

Lot  1

McKEE  ROAD
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D

ZONE: R-LM ZONE: R-LM

ZONE: R-D

ZO
NE

: S
R-

C2
ZO

NE
: S

R-
C2

BLUE DOTS

RED LETTERS

INTERNALLY ILLUMINATED "MEIJER" CHANNEL LETTERS TO MATCH CORPORATE LOGO & COLORS.

SIDES OF LETTERS & RETAINERS TO BE PAINTED TO  MATCH RESPECTIVE FACE COLORS.

NTS

EXPRESS SIGN (FRONT)

E4

7'-2 

7

8

"

2
'
-
8
"

5" DEEP INTERNALLY ILLUMINATED WITH

WHITE LED'S.  SIDES OF LETTERS PAINTED

WHITE.

19.31 SF

21.83 SF

5" DEEP INTERNALLY ILLUMINATED WITH

WHITE LED'S.  SIDES OF LETTERS PAINTED

WHITE.

8'-2 

1

4

"

2
'
-
8
"

NON -ILLUMINATED 1"

DEEP EXTERIOR QUALITY

FOAM LETTERS.

pharmacy drive up WALL LETTERS COLOR - LOYAL BLUE

28.86 SF

BANDBLUE

SEE CANOPY DRAWINGS FOR

ORIENTATION AND LOCATION

OF LOGO

GENERAL NOTES

CONVENIENCE STORE SIGNAGE

DETAIL     NO.      DESCRIPTION                             SQ                   

STORE SIGNAGE

DETAIL     NO.      DESCRIPTION                       SQ                     

1

1

1

1

B4

E4

E5

A4

23.8

33.1

33.1

60.0

150.0

Canopy Logo

Express Sign (Front)

Express Sign (Rear)

Gas Price Point Sign

_____________________________                            _

Total

1

1

1

1

fresh

meijer

home

pharmacy drive up

_____________________________                                _

Total

21.83

230.0

19.31

28.86

300.00

D5

B5

D4

C5

1. SIGNAGE DETAILS ARE NOT TO SCALE.  SIGNAGE VENDOR

SHALL FABRICATE ALL SIGNAGE ACCORDING TO THE

DIMENSIONS AND SQUARE FOOTAGE VALUES PROVIDED ON

SHEETS C501 AND C502 FOR THE RESPECTIVE SIGNS.

2. ALL WIRING FOR EXTERIOR SIGNAGE SHALL BE INSTALLED

WITHIN CONDUIT PER SPECIFICATIONS.

3. FOR BUILDING SIGNAGE INSTALLATION INFORMATION, REFER

TO ARCHITECTURAL PLANS.

NTS

HOME

D4

NTS

FRESH

D5

NTS

PHARMACY DRIVE UP

C5

NTS

CANOPY

B4

PHARMACY DRIVE-UP

SIGN DETAIL C5

FRESH SIGN D5

HOME SIGN D4

MEIJER SIGN B5

CONVENIENCE STORE

EXPRESS WALL SIGN (REAR)

SEE DETAIL E5

CONVENIENCE STORE

EXPRESS WALL SIGN

(FRONT)

SEE DETAIL E4

GAS CANOPY SIGN

SEE DETAIL B4

33.1 SF

23.8 SF

NTS

GAS STATION PRICE POINT SIGN

A4

GAS STATION

PRICE POINT SIGN

SEE DETAIL A4

NTS

MEIJER

B5

230.0 SF
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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C501

MEIJER            

MEIJER              

SIGN CABINET:

PRICE CABINET:

TOTAL:

20.00 SQ.FT.

40.00 SQ.FT.

60.00 SQ.FT.

E85

24.25'

9
.
4

6
'

NTS

EXPRESS SIGN (REAR)

E5

33.1 SF

Lot  3
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Lot  2

XX

X

X

X

X

X
X

X
X

X
X

X

X

X

X

X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X

X
X

X
X

X

18

STOP

STOP

STOP

STOP

STOP

159,264 SQ. FT.

1.97 AC

X
X

X
X

X
X

X X X X X
X X X X X X

X X X X

X
X

X
X

PROPOSED
3.5' HIGH

SCREEN WALL

Lot  1

F
I
T

C
H

R
O

N
A

 
R

D
.

M
CKEE RO

AD

CONVENIENCE
STORE

3,376 SF

3"  DEPTH SHREDDED BARK MULCH

TREES CODE QTY BOTANICAL NAME COMMON NAME CONT CAL SIZE

AA 9 ACER RUBRUM `AUTUMN BLAZE` AUTUMN BLAZE RED MAPLE B & B 2.5"CAL

STRONG LEADER

AGA 2 AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCEÀUTUMN BRILLIANCE SERVICEBERRYB & B 8` HT. MIN.

GTS 12 GLEDITSIA TRIACANTHOS INERMIS `SKYCOLE` TM SKYLINE HONEY LOCUST B & B 2.5"CAL

STRONG LEADER

GDE 5 GYMNOCLADUS DIOICA `ESPRESSO` KENTUCKY COFFEETREE B & B 2.5"CAL

STRONG CENTRAL LEADER

PGD 6 PICEA GLAUCA `DENSATA` BLACK HILLS SPRUCE B & B 6`-8` HT. MIN.

FULL BRANCHING

TAR 6 TILIA AMERICANA `REDMOND` REDMOND AMERICAN LINDEN B & B 2.5"CAL

STRONG CENTRAL LEADER

UXA 3 ULMUS X `ACCOLADE` ACCOLADE ELM B & B 2.5"CAL

STRONG CENTRAL LEADER

ORNAMENTAL TREES CODE QTY BOTANICAL NAME COMMON NAME CONT CAL SIZE

AG 4 AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCEÀUTUMN BRILLIANCE SERVICEBERRYB & B 6`-8` HT. MIN.

MULTI STEM

SHRUBS CODE QTY BOTANICAL NAME COMMON NAME CONT HEIGHT SPACING

BXG 20 BUXUS X `GLENCOE` TM CHICAGOLAND GREEN BOXWEED 3 GAL 18" HT. MIN

HAN 76 HYDRANGEA ARBORESCENS `INCREDIBALL` INCREDIBALL WHITE HYDRANGEA 5 GAL

JCK 44 JUNIPERUS CHINENSIS `KALLAYS COMPACT` KALLAY COMPACT PFITZER JUNIPER 5 GAL

RAG 69 RHUS AROMATICA `GRO-LOW` GRO-LOW FRAGRANT SUMAC 3 GAL

SBA 31 SPIRAEA X BUMALDA `ANTHONY WATERER` ANTHONY WATERER SPIRAEA 5 GAL

SMK 17 SYRINGA PATULA `MISS KIM` MISS KIM LILAC B & B 30" HT.

TMT 29 TAXUS X MEDIA `TAUNTONII` TAUNTON`S YEW 5 GAL

GRASSES CODE QTY BOTANICAL NAME COMMON NAME CONT HEIGHT SPACING

PS3 48 PANICUM VIRGATUM `SHENANDOAH` SWITCH GRASS 3 GAL

ORNAMENTAL GRASSES CODE QTY BOTANICAL NAME COMMON NAME CONT HEIGHT SPACING

PVN 10 PANICUM VIRGATUM `NORTH WIND` NORTHWIND SWITCH GRASS 2 GAL

SH 8 SPOROBOLUS HETEROLEPIS PRAIRIE DROPSEED 2 GAL

PERENNIALS CODE QTY BOTANICAL NAME COMMON NAME CONT HEIGHT SPACING

PSW 8 PHLOX SUBULATA `WHITE DELIGHT` WHITE DELIGHT MOSS PHLOX 1 GAL

SHRUB AREAS CODE QTY BOTANICAL NAME COMMON NAME

CAK 31 CALAMAGROSTIS X ACUTIFLORA `KARL FOERSTER` FEATHER REED GRASS

HS 42 HEMEROCALLIS X `STELLA DE ORO` STELLA DE ORO DAYLILY

GROUND COVERS CODE QTY BOTANICAL NAME COMMON NAME CONT

SSM 42,877 SF SLOPE STABILIZATION MIX SEE PERMANENT GRASSES CHART SEED

SEED / SOD CODE QTY BOTANICAL NAME COMMON NAME CONT

LG 173,361 SF LAWN GRASSES KENTUCKY BLUEGRASS BLEND SEED

PLANT SCHEDULE

SYMBOL DESCRIPTION

WASHED GRAVEL (AMERICAN HERITAGE-LARGE) ON WEED BARRIER.  3-INCH DEPTH.

4" DEPTH SPADE CUT BEDLINE

MULCH ALL LANDSCAPE BEDS WITH 3" DEPTH OF SHREDDED HARD WOOD MULCH, DOUBLE SHRED TO A

DEPTH OF 3"

SEPARATE LAWN AREAS FROM GRAVEL MAINTENANCE STRIP WITH 4" DEPTH METAL EDGING.

MASONRY SCREEN WALL BY OTHERS

1

2

3

4

5

REFERENCE NOTES SCHEDULE

6

D

E

ISSUED FOR:
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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REV. DATE DESCRIPTION

S
T

O
R

E
 
#
F

T
B

KW JC

L
A

N
D

S
C

A
P

E
 
P

L
A

N

PERMANENT SEEDING CHART
SEEDING RATESYMBOL ACREAGE VARIETY

LAWN GRASSES

SLOPE STABILIZATION SEED MIX

SODDED LAWN AREAS

LANDSCAPE PLAN

GRASS SEED CHART

PLANT SCHEDULE

REFERENCE NOTE SCHEDULE

B1

D4

C600

E4

A4



FROM PIPE INVERT TO

TOP OF PIPE

CONC. FLOW CHANNEL

BENDS LESS THAN 90 DEGREE

904522 1/211 1/4

BENDS LESS THAN 90 DEGREE

904522 1/211 1/4

90 DEGREE BENDS

NOTES:

1. BACKER DESIGNED FOR

3000 PSF SOIL BEARING.

2. CONCRETE TO BE PLACED

AGAINST UNDISTURBED

EARTH.

NOTES:

1. VOLUMES GIVEN IN CUBIC FEET.

2. BACKER TO BE CENTERED

HORIZONTALLY ON BEND.

3. STEEL WILL BE USED AS REQUIRED

BY THE ENGINEER.

4" PERFORATED

PIPE W/ FILTER SOCK

1
2
"
 
M

I
N

MIN SLOPE 0.50%

CURB INLET

CURB

UNDERDRAIN

CATCH BASIN

UNDERDRAIN

V
A

R
I
E

S
3
"

6"6"

PAVEMENT OR TOPSOIL

 
1
'

 
H

"

SECTION A - A

O
F

 
T

R
E

N
C

H

166.4

75.0

41.6

18.7

10.4

Voi.

L"

L"

A

A
L
L
O

W
A

B
L
E

359.184 12096 96

5.9

11.0

22.9

39.2

87.9

159.2

247.0

Voi.H"

19

24

24

33

51

65

78

W"

48

54

60

66

96

10886

72

66

47

37

27

L"

25 30

84

72

66

46

36

25

24

H"

65

62

55

36

W"

A

 
W

"

 
D

+
2
'
-
0
"

72 92.3 746754 69 198.041

70

65

54

63

48

24

NTS

18

W"

1.5

8.7

2.6

6.0

10.5

22.6

44.3

13.6

72.8

Voi. W"

30

43

57

62

65

7056

60

37

18

15

16

L"

13 25

H"

12

16

18

24

36

38

40 60

39

37

34

36

18

16

H" Voi.

136.2

88.1

49.0

20.2

13.4

5.0

3.0

L"

12

12

12

12

20

31

45

88

18

L"

22

30

36

48

65

72

24"

SIZE

20"

16"

OF

PIPE

12"

8"

6"

4"

3"

DEGREE OF BEND

84

30

76

57

640.0

451.8

BACKING FOR VERTICAL BENDS

(OVER BENDS ONLY)

 
W

I
D

T
H

28.0

24

23

22

8.7

8.7

8.7 14.0

13.630

32

3642

46

49

60

54 42

38

38

36

35

30

16

16

18

20

2415

18

20

23

23

3.3

3.3

3.3

3.5

3.5

A

 
L
"

 PIPE DIA. + 2'

PLAN VIEW

26.5

26.3

1.9

1.9

1.9

2.0

1.9

1.9

Vc.

24"

c.VD"L"

20"12" 16"

L" D" Vc. f. f.c.VD"L" L" D" Vc.

8"

f.
D"L"

f.c.V

BRANCH

f.

48 45.468

A

1.2 28

1.4

2.7

0.6

0.3

c.

6.9

13.4

20.5

35.0

V

A

A

4.0

0.6

1.7

0.3

c.V f.

25

18

10

14

11

4

5

9

L"
f.

D"

77.7

46.5

25.4

10.7

58

50

32

41

18

26

32

40

4"

f.c.VD" L" D"L"

0.5

V

R

3"

L"

U

N

3"

12 5

D"
c. f.

0.88 18 1211

1.0

0.8

0.8

0.79

12

16

20

24

18

18

14

11

9 24

20

16

12

12

6

6

6

8

100.5

0.6

0.8

1.0

1.2

6" 9 7

24"

20"

16"

12"

8" 8

6

6

6

6 24

20

16

12

8

0.5

 
D

"

4
"
 
M

A
X

.

SECTION A - A

0.54" 10 6 0.8811

STEEL WILL BE USED AS REQUIRED BY THE ENGINEER

6"

4" MAX.

A

1.4

0.7

0.45

7

916

12

9

20

24

8

6 4 0.2 10

14 5

0.1

0.2

0.5

0.7

L"

f.c.VD"L" L"Vc. f.

18.4

11.5

6.7

3.614

18

30

3439

30

32

24 36

36

49

60

1.8

3.4

6.4

9.0

3"

8"

6"

4"

4

5

8

9 8

6

4

3

L"

SIZE

OF

PIPE

D"

24"

20"

16"

12" 14

18

25

27

NTS

24

20

16

12

(HORIZONTAL AND VERTICAL SAG)

BACKING FOR BENDS

 L"

A

 
L
"

 
D

"

SECTION A - A

DEGREE OF BEND

STEEL WILL BE USED AS REQUIRED BY THE ENGINEER

12

4

D"

42

36

32

18

COMPACTED BACKFILL ABOVE PIPE

EMBEDMENT ZONE SHALL BE CLEAN SITE

SUBSOIL IF  OVER 10' FROM ROAD

SURFACES,  DRIVES, PAVED AREAS, ETC.

USE APPROVED GRANULAR MATERIAL

WHEN EXCAVATED AREA IS  WITHIN A 10'

MIN. DISTANCE FROM ROAD SURFACES,

DRIVES, PAVED AREAS, ETC.

ZONE BACKFILL 

NOTES:

PROVIDE POSITIVE DRAINAGE (1% MIN) AWAY FROM THE

FIRE HYDRANT.

GUARD POSTS NOT REQUIRED WHERE FH IS BEHIND CURB.

FIRE HYDRANTS LOCATED IN LOADING DOCK AREAS WILL

REQUIRE 2 GUARD POSTS REGARDLESS IF THERE IS CURB.

BACKFILL

 MAXIMUM TRENCH WIDTH

PIPE SIZE             TRENCH WIDTH

MANHOLE STEPS

COMPACTED GRANULAR

MATERIAL

CAST IRON CLEANOUT

ZURN Z-1402 OR

APPROVED EQUAL

R
E

:
 
A

1
/
C

-
4
0
0

30"

O.D. +16"

O.D. +24"

 6" - 12"

15" - 30"

36" - 60"

VALVE BOX

PAVED AREAS
UNPAVED AREAS

4' MIN

FLOW CHANNEL DETAIL

STANDALONE WATER

VALVE (ALL AREAS)

CONC. FLOW CHANNEL

FROM PIPE INVERT TO TOP

OF PIPE

EDGE OF PAVEMENT

VALVE

WATERMAIN

2'-9"

9'-0" TYP.

TYP.

5'-6"

TYP.

WATERMAIN

4'

2'

2
'

PAVEMENT

BASE

PIPE

4" 

12" MINIMUM

PIPE EMBEDMENT

PIPE

4" 

20" DIA. x 12" THICK

CONCRETE PAD

GRADE OR PAVING

SEWER MAT'L & SIZE

AS SPECIFIED

SEWER PIPE

UNDISTURBED EARTH

NO SCALE

PRECAST CONC.

RISERS.  ADJUSTING

HEIGHT 4" MIN. TO 12"

MAX. WITH

NON-HARDENING,

PREFORMED, BUTYL

MASTIC MATERIAL.

MANHOLE STEPS

SPACED PER OSHA

REQUIREMENTS

4' DIA.

PRECAST CONC.

GROUTED OR

GASKETED SEAL

PRECAST CONC. MANHOLE

PRECAST FLAT TOP 

SECTION

60" PRECAST CONC.

3'-0" MINIMUM SUMP DEPTH

STORM SEWER

OUTLET

BASE SET ON 4" MIN.

AGGREGATE BASE.

RISERS. ADJUSTING

HEIGHT 4" MIN. TO

12" MAX. WITH

NON-HARDENING,

PREFORMED, BUTYL

MASTIC MATERIAL.

ADJUSTING HEIGHT 4"

MIN. TO 12" MAX. WITH

NON-HARDENING,

PREFORMED, BUTYL

MASTIC MATERIAL.

NOTED OTHERWISE ON PLANS

TOP AT FINISH GRADE UNLESS 

PRECAST CONC. RISERS

SAFETY BAR

DUCTILE IRON

(2) TYP.

3
4
"

SAFETY BAR

DUCTILE IRON

TOTAL OPENING 220 SQ. INCHES

TOTAL OPENING 440 SQ. INCHES

59 3/8"

NOTES:

34" SQ.

EAST JORDAN IRON WORKS MODEL #5235 EAST JORDAN IRON WORKS MODEL #5236

NOTES:

ALL GRATES SHALL BE BICYCLE SAFE.

PRECAST CONC. MANHOLE

SET INTEGRAL BASE

OR FLAT TOP SECTION

PRECAST CONC. CONE

GASKETED SEAL

GROUTED OR

UNDISTURBED EARTH

SEWER PIPE

10'

EXTERNAL CHIMNEY SEAL

(WHEN REQUIRED BY MUNICIPALITY)

1.

24" DIA. CASTING, SEE SPEC.

"STORM" CAST ON COVER

EJIW 7065 M1 IN ROLLED CURB

EJIW 7045 M1 IN STRAIGHT CURB

THE 5236 GRATE  REQUIRES A

MINIMUM 5' DIAMETER MANHOLE

SECTION.

USE THIS GRATE IN PARKING LOT

AREAS.

1.

2.

FUEL TANK UNDER DRAIN:

TRANSITION FROM 4" HDPE

SAME

ELEV.

9
"

EL.

1

1

6" CONCRETE ENCASEMENT

UNDER FOOTING

NOTCH FOOTING AROUND FIRE

PROTECTION SUPPY PIPE SEE

STRUCTURAL

1" MIN. THICKNESS PIPE

INSULATION AROUND PIPE

EL.

FIRE PROTECTION

SUPPLY PIPE

EXTERIOR WALL

STONE BACKFILL IF PIPE AND

CONCRETE ENCASEMENT ARE

PLACED PRIOR TO FOOTING

POUR, OTHERWISE BACKFILL

WITH CONCRETE

BLIND FLANGE, FLANGE FACE TO

BE LEVEL AND HOLE PATTERN TO

BE SQUARE WITH EXTERIOR WALL

SECTIONS ASTM C-478 W/

MODIFIED TONGUE JOINTS AND

RUBBER GASKET

ON 4" MIN. COMPACTED

AGGREGATE BASE

16" O.C. BOTTOM

STEP MAX. 2' ABOVE

FLOOR

CONCRETE THRUST BLOCK

SEE DETAIL A3/C-700

90° RESTRAINED LONG RADIUS

BEND

18"

1
2
"

4"

1
2
"

SOLIDS SETTLE ON BOTTOM

OIL AND DEBRIS

ANTI-SIPHON DEVICE

SNOUT OIL-DEBRIS HOOD

SEE SPECIFICATIONS

PERF. PIPE TO PVC PIPE

OUTSIDE STRUCTURE

4" SOLVENT WELDED PVC SCH. 40

PIPE AND FITTINGS INSIDE

STRUCTURE, EXTEND PIPE TO

ELEVATION TO MATCH BOTTOM

OF TEE OUTLET

MANHOLE SECTIONS

ASTM C-478, WITH

MODIFIED TONGUE

JOINT AND RUBBER

GASKET

MINIMUM WIDTH OF

TRENCH PER

MANUFACTURER'S

RECOMMENDATIONS.

MINIMUM WIDTH OF

TRENCH PER

MANUFACTURER'S

RECOMMENDATIONS.

f.

24" DIAMETER CASTING, SEE

SPECIFICATIONS, TOP AT FINISH

GRADE UNLESS NOTED

OTHERWISE ON PLANS (LETTER

"S" CAST ON COVER)

EXTEND COARSE

AGGREGATE DRAIN

STONE TO AGGREGATE

BASE

4" THICK CONCRETE

W/ 6x6W2.9xW2.9 WWF

PROVIDE CRACK

CONTROL JOINTS

UNDISTURBED

EARTH

UNDISTURBED

EARTH

STEP BACKER IF

NECESSARY TO OBTAIN

HORIZONTAL BEARING

NOTES:

1. BACKER DESIGNED FOR 3000 PSF SOIL BEARING.

2. CONCRETE TO BE PLACED AGAINST

UNDISTURBED EARTH.

3. PROVIDE CLEARANCE FOR REMOVAL OF BOLTS.

3" MIN. CLEARANCE

BETWEEN PIPE & BASE

3" MIN. CLEARANCE

BETWEEN PIPE & BASE

UNDERDRAIN TO BE LOCATED AT ALL CATCH

BASINS AND CURB INLETS

SEE STRUCTURAL PLAN

PRECAST CONC. MANHOLE

SECTIONS ASTM C-478

W/ MODIFIED TONGUE JOINTS

AND RUBBER GASKET

FOR OUTLET PIPES < 15".

SUMP DEPTH 2'-6"xOUTLET PIPE

DIA. FOR PIPES > 15".

1/2" = 1'-0"

DECORATIVE BOLLARD DETAIL

C5

1

3'-0"

6
"

90 DEG. BEND (MJ)

RETAINER GLAND

RE: MECH FOR 

BOLT CONNECTION

1
2
"
 
M

I
N

.

RETAINER GLAND

DOMESTIC WATER

EXTERIOR

BUILDING WALL

6" ABOVE FINISH FLOOR

FOR DOMESTIC WATER

CONCRETE THRUST BLOCK,

SEE DETAIL A3/C-700

INTERIOR

4" PERFORATED

PIPE (AS NEEDED)

CONC. FLOW CHANNEL

FULL PIPE DIA. DEPTH

SEWER PIPE

(PARTIAL SECTION)

SET INTEGRAL BASE ON 4"

MIN. COMPACTED

AGGREGATE BASE.

MECHANICALLY COMPRESSED

FLEXIBLE JOINT

18" DIA. x 4" THICK

CONCRETE PAD

WATER

VALVE BOX

GUARD POST,

4 REQ'D

FIRE HYDRANT

OR P.I.V.

FIRE HYDRANT

OR P.I.V.

GUARD POST,

2 REQ'D

18" DIA. x 4" THICK

CONCRETE PAD

SURFACE RESTORATION TO

MATCH EXISTING CONDITIONS

COARSE AGGREGATE

DRAIN STONE

NTS

FH AND WATER VALVE LAYOUT

A1

NTS

THRUST BLOCK DETAIL - SEE SPECIFICATIONS.

A2

USE ONLY WHEN REQUIRED BY MUNICIPALITY

NTS

TYP SANITARY MANHOLE (PRIVATE SANITARY SEWER)

B1

NTS

PERFORATED UNDERDRAIN

B2

NTS

TYP. CLEANOUT DETAIL

B3

NTS

TYP. DOMESTIC WATER RISER

B4

NTS

FIRE RISER DETAIL

B5

NTS

TYP STORM MANHOLE

D1

NTS

ENVIRONMENTAL CATCH BASIN (C. STORE)

D3

NTS

PIPE TRENCH TYP

D4

NTS

STORM SEWER CATCH BASIN

C1

NTS

FRAME AND GRATE

C3

HYDRANT AND VALVE

IN PAVED AREAS

HYDRANT AND VALVE IN

NON-PAVED AREAS

6"

PRECAST CONCRETE ADJUSTING

RINGS (4" MIN, 12" MAX) WITH

NON-HARDENING, PREFORMED,

BUTYL MASTIC MATERIAL.

4' MIN.

12" MAX.

PLASTIC COATED STEEL STEPS

(16" O.C.) INTEGRALLY CAST

INTO SIDE WALLS, BOTTOM

STEP MAX. 2' ABOVE FLOOR

PRECAST CONCRETE SECTIONS

SHALL CONFORM TO ASTM

C-478 W/MODIFIED TONGUE

JOINT AND RUBBER GASKET

EJIW 7065 M1 IN ROLLED CURB

EJIW 7045 M1 IN STRAIGHT CURB

EJIW 6508 IN GRASS AREAS

PRECAST CONE OR

FLAT SLAB TOP

GROUTED OR

GASKETED SEAL

2'-0" MINIMUM SUMP

DEPTH (IF REQ'D)

SET INTEGRAL BASE

ON 4" MIN.

AGGREGATE BASE.

1
8
"

M
A

X
.

30' OF 4" PERFORATED

WRAPPED IN FILTER FABRIC.

(RE: B2/C-700)

4" PERF. RISER WRAPPED IN

FILTER FABRIC, EXTEND TO

TOP OF STONE.

10'

STRUCTURE (4' I.D., 5' O.D.)

2'-6"

FINISH FLOOR

SEE STRUCT.

TOP OF FOOTING

SEE STRUCTURAL

C-700

18" DIA.

6
"

3
'
-
0
"

6" CONCRETE FILLED STEEL PIPE

BOLLARD, PRIMED.

WALL THICKNESS AND

CONSTRUCTION NOTED

ELSEWHERE

EDGE OF DOOR OPENING

PIPE POST

GUARD

PLAN VIEW

PLAN VIEW

AT CORNER OF BUILDING

℄

℄

REMOVE PAVEMENT AS

REQUIRED TO INSTALL BOLLARD

LINE OF BUILDING OR

EDGE OF CONCRETE

SLAB

1'-2"

1
'
-
2
"

1
'
-
2
"

1"

SEALANT

FINISHED

GRADE

TOP OF

PAVEMENT

NOTES:

1. SEAL BOTTOM OF SLEEVE TO CONCRETE WITH SONOLASTIC

CLEAR 25 ADHESIVE AND WATERPROOF SEALANT.

2. FOR INFORMATION ON BOLLARDS LOCATED AT THE FUEL

ISLANDS, REFER TO FUEL PLANS BY DIAMOND Z.

3. CONCRETE BASE SHALL BE CROWNED WHEN LOCATED IN

UNPAVED AREAS FOR DRAINAGE PURPOSES.

SLEEVE, PER

TABLE BELOW

BOLLARD TYPE* SLEEVE HEIGHT SLEEVE SIZE SLEEVE TYPE

CONCRETE BASE

GUARD POST

DECORATIVE

42" 6"
IDEAL SHIELD 1/4" DOME TOP, YELLOW

48" 10"
IDEAL SHIELD 10" DECORATIVE RIBBED, GRAY

* - BOLLARD TYPE AS NOTED ON PLANS

S
E

E
 
T

A
B

L
E

B
E

L
O

W

APPROVED ALT: MCCUE POST COVER,

YELLOW 307

MODEL NO.

BPD-YL-6-42-S

RIBB-GY-10-48-S

CSPC-6R-54

1

.

0

0

%

1

.

0

0

%

1

.

0

0

%

1

.

0

0

%

6

D

E
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0
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DETAIL REFERENCED IN B2/C-702



12"

STAKES TO EXTEND

GRADE

EOP PER PLAN

SUBBASE

BITUMINOUS PAVING

BITUMINOUS PAVING

THICKEN BASE MATERIALS

WITH BITUMINOUS PAVEMENT

SUBBASE

HOT BITUMINOUS ASPHALT SEALANT

COMPACTED AGG.

SHOWN ON SITE DRAINAGE DWG.

PEDESTRIAN WALK AS

4" PERFORATED UNDERDRAIN

TURN DOWN CONC. SLAB

12" WIDE x 8" DEEP ASPHALT

PAVING - REFER TO PVMT

SITE SUBBASE

APPROVED COMPACTED

X

X

X

X X X X

SUBGRADE

UNDISTURBED 

SCORE ROOTBALL IF

FORM SAUCER AROUND

THIN BRANCHES AND

12"

2" X 2" HARDWOOD 

REMOVE WIRE BASKET

TREE WRAP

FLEXIBLE 2" TO 3" 

FORM SAUCER

SUBGRADE

UNDISTURBED 

3" HARDWOOD MULCH,

STAKES TO EXTEND

SUBGRADE

UNDISTURBED 

REMOVE WIRE BASKET

FORM SAUCER

FLEXIBLE 2" TO 3" 

2" X 2" HARDWOOD 

2
'
-
6
"

3
0
"

UNPAINTED

3
'
-
0
"

GRADE

UNPAINTED GALVANIZED

2" SQUARE TUBE POST

2-1/4" SQUARE TUBE

UNPAINTED GALVANIZED

BASE POST SUPPORT

1
8
"

BLUE

WHITE

PARKING

RESERVED

GREEN

VAN

WHITE

ACCESSIBLE

SIGN 12"x18"

SIGN: STATE MANUAL

ACCESSIBLE PARKING

GREEN

S
T

O
P

RE: C-500

RE: B1/C-701

STOP SIGN

3'3'

PAINT 4" WIDE

S
T

O
P

W
I
D

T
H

 
V

A
R

I
E

S

DIMENSION VARIES

CENTER OF

LANE

CENTER OF

LANE

3
7
"

6'-7"

20" 15"

8
'
-
0
"

39"40"

17"

3'-8"

10"

8'-0"

12"

4
'
-
0
"

1
2
'
-
9
"

9
'
-
6
"

6
0
"

4"

16"

6'-0"

4"

4"

1
6
"

6"

3
8
 
�

"

8
'
-
0
"

16"

3
1
"

4"16"

4"

16" 4" 16" 16"

4"

1
9
'
-
0
"

1
9
'
-
0
"

FREE-STANDING

1
0
'
-
0
"

EQ.EQ.

STALL

4'-10"

1
0
'
-
0
"

4" WIDE YELLOW

PAVEMENT MARKING

3'-0" TALL x

6" SOLID

PAINT "STOP"

TRAFFIC YELLOW

(TYPICAL)

AGGREGATE

BASE COARSE

AGGREGRATE BASE

COURSE

PAVED AREASLAWN AREAS

ALL SIGN MATERIAL:

STOP SIGNS:

NO PARKING - FIRE LANE SIGNS:

INSTALLATION IN LAWN AREAS:

INSTALLATION IN PAVED AREAS:

REQUIRED AT ALL JUNCTIONS WITH LAWN AREAS

REQUIRED AT ALL JUNCTIONS WITH CONCRETE

THROUGH ARROW COMBINED ARROW

"LEFT" TURN ARROW
"ONLY" SYMBOL

R

 

5

2

"

2
0
"

32"

AT 0% SLOPE W/ FILTER FABRIC AT

6
'
-
8
"
 
(
A

T
 
R

.
O

.
W

.
)

FLAT TOP CATCH BASIN DETAIL

CONE TOP MANHOLE DETAIL

BITUMINOUS PAVEMENT

BITUMINOUS PAVEMENT

SUPPLEMENTAL SIGN

6"x12"   INSTALL ONLY

AT VAN ACCESSIBLE

SPACES.

NO. 5-HA7-8, REFLECTIVE 0.080: ALUMINUM WITH SCOTCHLITE,

OR APPROVED EQUAL.

BOTTOM OF

GRADE RINGS

 
1
/
2
"

1
/
2
"

WITH  3/8" BOLT/NUT

THIS DETAIL IS FOR ALL SITE REGULATORY

SIGNAGE (I.E. STOP SIGNS, ACCESSIBLE

SIGNS, FIRE LANE SIGNS, ECT.)

SEE TRAFFIC CONTROL SIGNAGE DETAIL

FOR MOUNTING REQUIREMENTS.

PARKING

AGGREGATE

BASE

NEGATIVE

PAVEMENT

GRADE

FINISH

BACKFILL

BASE

AGGREGATE

POSITIVE

COMPACTED EARTH

FINISH GRADE PAVEMENT

ACCESSIBLE PARKING SIGNS:

NO. 5-PR127, REFLECTIVE 0.080: ALUMINUM WITH SCOTCHLITE,

OR APPROVED EQUAL.

SUPPLEMENTAL VAN ACCESSIBLE SIGNS:

TURN DOWN CONC. SLAB

SEE PLAN FOR REINFORCEMENT

COARSE AGGREGATE DRAIN STONE

EXTEND TO BOTTOM OF ASPHALT PVMT.

COMPACTED AGG.

6
"

24"

SLOPE

3
0
"

6
'
-
8
"

24"

PHARMACY

DRIVE-UP

GRADE

UNPAINTED GALVANIZED

2" SQUARE TUBE POST

2-1/4" SQUARE TUBE

UNPAINTED GALVANIZED

BASE POST SUPPORT

WITH  3/8" BOLT/NUT

3
"

GRADE

1
8
"

6
'
-
8
"

12"

MEIJER

PICK-UP

SIGN  16SIGN  11

NO

RIGHT

TURN

BACK SIDE OF PHARMACY SIGN

(NOT USED FOR DS1.56 STORE)

NOTES:

1. ALL ITEM NUMBERS REFER TO STATE OF WISCONSIN DEPARTMENT OF

TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE

CONSTRUCTION.

2. THE SURFACE FOR BOTH TYPES CAN BE COMPLETED AT THE SAME TIME.  ALL

PAVEMENT JOINTS SHOULD BE SQUARE WITHOUT FEATHERING.

3. SEE SPECIFICATIONS FOR MODIFICATIONS TO STANDARD BITUMINOUS D.O.T.

MIXES.

1.75" MIN. WIS DOT SECTION 460

ASPHALTIC CONCRETE WEARING

COARSE

UNDISTURBED 

PHARMACY

DRIVE-UP

SIGN  11

ADDITIONAL

PHARMACY SIGN

(USED FOR DS1.56

STORE ONLY)

STRUCTURE LEGEND ON SITE

PAVING DWG.

NO. 5-NYR53A 30"x18".

UV SCREEN PRINTED ALUMINUM

WRONG WAY SIGNS:

FOR USE WITHIN THE MEIJER PROPERTY LIMITS.

*

ALL SPECIAL SIGNS TO BE WHITE

BACKGROUND WITH BLACK

LETTERING AND BORDER.

CENTER OF

LANE

NTS

SHRUB PLANTING

A1

NOTES:

1. MARKINGS SHALL BE

WHITE WITH

REFLECTIVE

SURFACES.

2. PAINT MATERIALS PER

SPECIFICATIONS

EXCEPT FOR WITHIN

RIGHT-OF-WAY.

3. MARKINGS WITHIN

HIGHWAY

RIGHT-OF-WAY SHALL

BE PER LOCAL

CRITERIA.

1
8
"

NTS

PAVEMENT MARKING DETAILS

B5

NTS

BITUMINOUS PAVEMENT EDGE DETAILS

C5

18"

RAIN  GARDEN

HELPING  TO

PROTECT  OUR

ENVIRONMENT

4
'
-
0
"

SIGN  17

ALLSTATE SIGN AND PLAQUE CORP., 70 BURT DRIVE DEER PARK, N.Y.

11729, 1-800-645-6330, OR APPROVED EQUAL

GALVANIZED

STEEL

U-CHANNEL

POST

NO. W-GR-53, 12" X 18" SERIES 100, NON-REFLECTIVE, OR

APPROVED EQUAL

POSTS ARE TO BE LOCATED 5'-0" FROM EDGE OF CURB.

BURY POST 3'-0" DEEP AND AS SHOWN ON TRAFFIC

CONTROL PLAN.  MOUNT SIGN TO POST PER

MANUFACTURER'S RECOMMENDATIONS.

POSTS ARE TO BE LOCATED AS SHOWN ON SIGNAGE

PLAN AND SET IN PRECAST REINFORCED CONCRETE

SIGN POST BASE AS MANUFACTURED BY BUSH

CONCRETE PRODUCTS, MUSKEGON, MI., OR APPROVED

EQUAL. MOUNT SIGN TO POST PER MANUFACTURER'S

RECOMMENDATIONS.

STOP SIGNS AT DRIVE ENTRANCES SHALL BE LOCATED

12'-0" FROM R.O.W. LINE.

NOTE: SIGN, POLE AND BASE FURNISHED AND

INSTALLED BY CONTRACTOR.

STOP SIGNS SHALL BE PLACED ABOVE "TRUCK ROUTE"

SIGNS.

NO. 5-NYR2 REFLECTIVE 30", .080" ALUMINUM WITH

SCOTCHLITE, OR APPROVED EQUAL

WIDE NYLON, PLASTIC

STRAPS OR 12 GAUGE WIRE

WITH PLANT PROTECTORS

AROUND PLANT PIT (4"

WIDE x 6" HIGH)

AND REMOVE BURLAP AND

LASHING FROM UPPER 1/3 OF

ROOT  BALL

ALL PLANTS TO BE LOCAL NURSERY

GROWN STOCK IN SOIL SIMILAR TO SITE

CONDITIONS.

STAKES, CEDAR POSTS OR

GALVANIZED STEEL POSTS;

3  PER TREE

WITH WEED BARRIER FABRIC

TAPER TO 1" DEPTH WITHIN 12"

OF TRUNK

12" BELOW PLANT PIT IN

UNDISTURBED SOIL

WIDE NYLON, PLASTIC

STRAPS OR 12 GAUGE WIRE

WITH PLANT PROTECTORS

AND BURLAP AND LASHING

FROM UPPER 1/3 OF ROOT

BALL

AROUND PLANT PIT (4"

WIDE x 6" HIGH)

12" BELOW PLANT PIT IN

UNDISTURBED SOIL

STAKES, CEDAR POSTS OR

GALVANIZED STEEL POSTS;

3  PER TREE

ALL PLANTS TO BE LOCAL NURSERY

GROWN STOCK IN SOIL SIMILAR TO SITE

CONDITIONS.

ALL PLANTS TO BE NURSERY GROWN

STOCK IN SOIL SIMILAR TO SITE

CONDITIONS.

FOLIAGE (NOT ALL END TIPS)

BY 1/3. RETAIN NORMAL PLANT

SHAPE

PLANT PIT (4" WIDE x 6" HIGH)

CONTAINER GROWN OR

REMOVE BURLAP AND

LASHING FROM UPPER 1/3 OF

ROOT  BALL

BACKFILL PLANTING PIT

WITH PLANTING SOIL MIX

PER SPECIFICATION

SECTION 32 90 00 -

LANDSCAPING, PART 3.3

PLANT MATERIAL.

REVERSE SLOPE

AS REQUIRED

STRIPES @ 24" O.C.  TRAFFIC

YELLOW (TYPICAL)

TUBULAR STEEL CART

CORRAL

PRE-PURCHASED BY

MEIJER

TO BE APPLIED ALONG JOINT

PROVIDE THICKNESS &

REINFORCING PER PLAN

3" HARDWOOD MULCH,

WITH WEED BARRIER FABRIC

TAPER TO 1" DEPTH WITHIN 12"

OF TRUNK

3" HARDWOOD MULCH,

WITH WEED BARRIER FABRIC

TAPER TO 1" DEPTH WITHIN 12"

OF TRUNK

SIGN BOTH SIDES

OF POST

TACK COAT @ 0.10 GAL/SY (TYP.)

LIGHT DUTY HEAVY DUTY

TACK COAT @ 0.10 GAL/SY

1.75" WIS DOT SECTION 460

ASPHALTIC CONCRETE LEVELING COARSE

10" MIN. WIS DOT SECTION 305

ASPHALTIC CONCRETE LEVELING COARSE

1.75" MIN. WIS DOT SECTION 460

ASPHALTIC CONCRETE WEARING COARSE

2.75" WIS DOT SECTION 460 - AGGREGATE BASE

INCLUDING UNDER AND 1' BEYOND CURB

6" WIS DOT SECTION 305 - AGGREGATE BASE

INCLUDING UNDER AND 1' BEYOND CURB

APPROVED COMPACTED SITE SUBGRADE APPROVED COMPACTED SITE SUBGRADE

SIGN: STATE MANUAL

MIN. MIN.

3X-4X ROOT BALL

DIAMETER

2X TO 3X ROOT BALL

DIAMETER

2X TO 3X ROOT BALL

DIAMETER

FORM SAUCER

AROUND PLANT PIT (4"

WIDE x 6" HIGH)

SUBGRADE

3" HARDWOOD MULCH,

WITH WEED BARRIER FABRIC

TAPER TO 1" DEPTH WITHIN 12"

OF TRUNK

REMOVE WIRE BASKET

AND REMOVE BURLAP AND

LASHING FROM UPPER 1/3 OF

ROOT  BALL

IF SOILS AT PLANTING LOCATION ARE NOT

WELL DRAINED, INSTALL ROOT BALL AS

SHOWN.

WELL DRAINED MATERIAL

XXX

4" PERF. UNDERDRAIN

CONNECT TO NEAREST CB

(AS NEEDED)

NOTE:

SEE SPECIFICATIONS FOR SLIP RESISTANT

ADDITIVE TO PAINT FOR CROSSWALKS.

* *

*

*

*

NTS

DECIDUOUS TREE PLANTING

A2

NTS

EVERGREEN TREE PLANTING

A3

NTS

POORLY DRAINED SOILS PLANTING

A4

NTS

BITUMINOUS ROLLED CURB

D2

NTS

TRAFFIC CONTROL SIGNAGE

B1

NTS

TYP PAVEMENT AT MH AND CB

C4

NTS

CART CORRAL PLAN

C3

NTS

PEDESTRIAN CROSSWALK STRIPING PLAN

C2

NTS

STD & ACCESSIBLE PARK SPACES

C1

NTS

LIGHT DUTY/HEAVY DUTY PAVEMENT SECTION

D1

NTS

CURB & GUTTER DETAIL

D3

NTS

UNDERDRAIN AT LOADING DOCK

D4

BACKFILL PLANTING PIT

WITH PLANTING SOIL MIX

PER SPECIFICATION

SECTION 32 90 00 -

LANDSCAPING, PART 3.3

PLANT MATERIAL.

BACKFILL PLANTING PIT

WITH PLANTING SOIL MIX

PER SPECIFICATION

SECTION 32 90 00 -

LANDSCAPING, PART 3.3

PLANT MATERIAL.

BACKFILL PLANTING PIT WITH

PLANTING SOIL MIX PER

SPECIFICATION SECTION 32

90 00 - LANDSCAPING, PART

3.3 PLANT MATERIAL.

NOTE:  CONTRACTOR TO SUPPLY, INSTALL, AND MAINTAIN TREE

WATERING DEVICES PER THE PROJECT SPECIFICATIONS

NOTE:  CONTRACTOR TO SUPPLY, INSTALL, AND MAINTAIN TREE

WATERING DEVICES PER THE PROJECT SPECIFICATIONS

2
4
"

18"

TRUCK

ROUTE

SIGN  19

3
'
-
0
"

6
'
-
8
"
 
(
A

T
 
R

.
O

.
W

.
)

TRUCK

ROUTE

SIGN  18

TRUCK

ROUTE

SIGN  20

4
'
-
2
"
 
(
A

T
 
I
N

T
E

R
I
O

R

R
O

A
D

S
)

12"

8
"

V
A

R
I
E

S

V
A

R
I
E

S

12"

3'-0"

TRANSITION

TYP. ALL

AROUND

F
L
U

S
H

F
L
U

S
H

TRANSITION

TYP. ALL

AROUND

3'-0"

6"

12"

MAX

2
4
"

6

"

R

1

'

-

0

"

R

1

'

-

0

"

R

6

"

R

1'-0"

1
1
"

1"

11 1/8"

1'-6"

7
"

1
/
2
"

4
"
 
M

I
N

.

11 5/8"1'-0"

1"

4
"
 
M

I
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.

1
1
"
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1
/
2
"

7
"

1
 
1
/
2
"

1'-6"

3
 
1
/
2
"

1
/
2
"

V
A

R
I
E

S

12"12"

1
"
 
T

O
 
2
"

4
"
 
T

O
 
6
"

4
"

4
'
-
2
"
 
(
A

T
 
I
N

T
E

R
I
O

R

R
O

A
D

S
)

7
'
-
0
"
 
M

I
N

I
M

U
M

 
F

O
R

 
A

L
L
 
V

A
N

A
C

C
E

S
S

I
B

L
E

 
P

A
R

K
I
N

G
 
S

T
A

L
L
S

6
'
-
8
"
 
F

O
R

 
A

L
L
 
O

T
H

E
R

 
S

I
G

N
A

G
E

6" 6"

1
'
-
1
"

6"6"

1
'
-
1
"

SUB-BASE

8
"

NTS

TREE PLANTING ON SLOPE

A5

REMOVE TOP 

1

3

 OF BURLAP, TWINE,

ROPE AND BASKET FROM ROOTBALL

FINISHED GRADE

SCARIFY SIDES OF PLANTING HOLE

BREAK 6" SUB-SOIL AS NECESSARY

2X TO 3X ROOT BALL

DIAMETER

NOTE:  CONTRACTOR TO SUPPLY, INSTALL, AND MAINTAIN TREE

WATERING DEVICES PER THE PROJECT SPECIFICATIONS

ALL PLANTS TO BE LOCAL NURSERY

GROWN STOCK IN SOIL SIMILAR TO SITE

CONDITIONS.

BACKFILL PLANTING PIT WITH PLANTING

SOIL MIX PER SPECIFICATION SECTION 32

90 00 - LANDSCAPING, PART 3.3 PLANT

MATERIAL.

3" HARDWOOD MULCH,

WITH WEED BARRIER FABRIC

TAPER TO 1" DEPTH WITHIN 12" OF TRUNK

FLEXIBLE 2" TO 3" 

WIDE NYLON, PLASTIC STRAPS OR 12

GAUGE WIRE WITH PLANT PROTECTORS

2" X 2" HARDWOOD 

STAKES, CEDAR POSTS

OR GALVANIZED STEEL

POSTS; 3  PER TREE

STAKES TO EXTEND

12" BELOW PLANT PIT IN

UNDISTURBED SOIL

FORM SAUCER

AROUND PLANT PIT (4"

WIDE x 6" HIGH)

SUBGRADE

UNDISTURBED 

LAYOUT FOR STANDARD & ACCESSIBLE PARKING SPACES

1
9
'
-
0
"

6
3
'
-
0
"
 
 
B

A
Y

 
T

O
 
B

A
Y

 

60'-0"

45°

2'-0" TYP.

1
9
'
-
0
"

A
I
S

L
E

2
5
'
-
0
"

6
3
'
-
0
"
 
 
B

A
Y

 
T

O
 
B

A
Y

 

9'-6"

STANDARD

PARKING

SPACE

STANDARD

PARKING

SPACE

VAN

ACCESSIBLE

PARKING

SPACE

VAN

ACCESSIBLE

PARKING

SPACE

4" WIDE PARKING STRIPES,

YELLOW OR BLUE PER

MUNICIPAL STANDARDS

VAN

ACCESSIBLE

PARKING

SPACE

VAN

ACCESSIBLE

PARKING

SPACE

VAN

ACCESSIBLE

PARKING

SPACE

VAN

ACCESSIBLE

PARKING

SPACE

9'-6" 9'-6" 9'-6" 9'-6"9'-6"9'-6"3'-0"

ACCESSIBLE

PARKING SIGNS

RE: B1/C-701

6
'
-
8
"

2
4
"

12"

SIGN  24

GRADE

UNPAINTED GALVANIZED

2" SQUARE TUBE POST

2-1/4" SQUARE TUBE

UNPAINTED GALVANIZED

BASE POST SUPPORT

WITH  3/8" BOLT/NUT

UNPAINTED

GALVANIZED

STEEL

U-CHANNEL

POST

GRADE

UNPAINTED

GALVANIZED 2"

SQUARE TUBE POST

UNPAINTED

GALVANIZED 2-1/4"

SQUARE TUBE BASE

POST SUPPORT WITH

3/8" BOLT/NUT

1
2
"

1"

NUMBER

ON POST

PER MEIJER

NO PARKING

FIRE LANE

SIGN  8

INTERNATIONAL SYMBOL OF

ACCESSIBILITY TO BE BLUE

PER MUNICIPAL STANDARDS

L

PARKING STALL
C

3

BOTTOM EDGE OF SYMBOL BOX SHALL MATCH

END OF STALL STRIPE AT DRIVE AISLE END OF

STALL.

2

1

PAINT BACKGROUND BENJAMIN MOORE M58

SAFETY & ZONE MARKING LATEX M58-30 - BLUE

PAINT SYMBOL BENJAMIN MOORE M58 SAFETY &

ZONE MARKING LATEX M58-01 - WHITE 4" WIDTH

KEYED NOTES

1

2

3

3'-0" BACKGROUND WIDTH

2'-0" SYMBOL WIDTH

3
'
-
0
"
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A
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K
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T
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2
'
-
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Y
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B
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D

T
H

6'-7"

20"15"

8
'
-
0
"

39" 40"

"RIGHT" TURN ARROW

R
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2

"

2
0
"

32"

CENTER OF

LANE

3
'
-
8
"

3
'
-
8
"

S
T

A
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D
A

R
D

 
D

E
T

A
I
L
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2

C-701

6

D

E

ISSUED FOR:

PERMIT

CONSTRUCTION

BID

1 2 3 4 5
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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REV. DATE DESCRIPTION
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DETAIL REFERENCED IN C1/C-701

DETAIL REFERENCED IN C2/C-701



(4) STEEL GUARD POSTS IF

LOCATED ON INTERNAL

PARKING LOT ISLAND, SEE

DETAIL C5 ON C-700

FINISHED GRADE

3
"

3'-0" MIN. VARIES

TOP OF CURB OR

EDGE OF BITUMINOUS

PUMPER NOZZLE TO

FACE STREET

TRAFFIC FLANGE

HYDRANT CONNECTING PIECE

INTEGRALLY CAST M.J. GLAND

ON ONE END, D.I. ROTATABLE

M.J. GLAND ON OTHER END

D
E

P
T

H
 
O

F
 
B

U
R

Y
-
S

E
E

 
S

P
E

C
I
F

I
C

A
T

I
O

N
S

2
0
"
±
2
"

COMPACTED SAND

UNDISTURBED EARTH

M.J. TEE

(2) 3/4" DIA. STAINLESS STEEL

TIE RODS OR MEGA-LUG

RETAINER GLAND BETWEEN

VALVE AND TEE

6" M.J. GATE VALVE

VALVE BOX WITH LID

18" DIA. x 4" THICK

CONC. PAD

1 CYD PEASTONE NO STONE

REQUIRED IF HYDRANT DRAIN

IS PLUGGED

CI-049

NO SCALE

EXPANSION JOINT

RAMP SURFACE

12:1 MAX. SLOPE

DISTANCE VARIES

RAMP

SLOPE ADJOINING WALK

AS REQUIRED TO

MAINTAIN SPECIFIED

SLOPE LIMITS.

5'

MIN.

A

A

RAMP SECTION  (AA)

DETECTABLE WARNING FIELD

(ONLY IF REQUIRED BY LOCAL

ORDINANCE OR CODE)

6'-0" MIN.

1'-6" WHEN ADJACENT TO

LAWN OR LANDSCAPING AREA

DROP CURB & WALK TO

ACCOMMODATE RAMP.

MATCH ADJACENT CURB

PROFILE.

24"6"

5'6' 6'

MIN

6
"

2
4
"

RAMP

12:1 MAX

RAMP

12:1 MAX

DETECTABLE WARNING FIELD

(ONLY IF REQUIRED BY LOCAL

ORDINANCE OR CODE)

S

I

D

E

W

A

L

K

S

I

D

E

W

A

L

K

NO SCALE

RAMP PLAN

NO SCALE

RAMP PLAN

1'-6"

6"

7"

6
"

6
"

5
/
8
"

3

"

R

2

"

R

5
 
7
/
8
"

1
'
-
0
"

6
 
1
/
8
"

1
8
"

2
4
"

18"

BITUMINOUS OR

CONCRETE SURFACE

18" CONCRETE CURB

AND GUTTER

END VIEW END VIEWFRONT VIEW

PLAN VIEW
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6
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6
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7
2
 
1
/
2
"

2 1/2"

147 7/8" FASCIA

147" ROOF
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7
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/
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GLASS (TYP.)

STANDING SEAM METAL HIP

ROOF (COLOR: SANDSTONE)

ALUMINUM TUBE

DARK BRONZE

FRAMING

MADRAX DIVISION

36"

97 1/2"±1"

100"±1"

22"±1/2"

GRABER MANUFACTURING, INC.

1080 UNIEK DRIVE WAUNAKEE, WI 53597

P(800) 448-7931, P(608) 849-1080, F(608) 849-1081

WWW.MADRAX.COM, E-MAIL: SALES@MADRAX.COM

CONCRETE

PAVEMENT

2-3/8" OD STEEL

TUBING

3/8" STAINLESS STEEL

WEDGE ANCHOR BOLTS

SURFACE FLANGE

MOUNT BIKE RACK

7"Ø

9/16"Ø HOLE IN

FLANGE

NOTES:

1. INSTALL BIKE RACKS ACCORDING TO MANUFACTURER'S

SPECIFICATIONS.

2. FINISH TO BE GALVANIZED UNLESS OTHERWISE

DIRECTED BY OWNER

3. SEE SITE PLAN FOR LOCATION OR CONSULT OWNER.

MADRAX BIKE RACK

PRODUCT: CHP-7-IG(SF)

DESCRIPTION: CHALLENGER PLUS BIKE RACK 7 BIKE,

SURFACE MOUNT

5 LOOP - 7 BIKE

18"

24" INLET CASTING

EJIW 7065 M1 IN ROLLED CURBS

EJIW 7045 M1 IN STRAIGHT CURBS

24"

BASE SLAB

6" PRECAST 

BOTTOM TO DIRECT FLOW

GROUT CHANNEL IN

2
'
-
6
"
 
M

I
N

.

INSIDE & OUTSIDE

1/2" PLASTER COAT

OR GRADE RINGS W/

2-6 ROWS OF BRICKS

CASTING SET IN MORTAR

FINISHED GRADE

24" INLET CASTING

EJIW 7065 M1 IN ROLLED CURBS

EJIW 7045 M1 IN STRAIGHT CURBS

EJIW 6508 IN LAWNS AND DITCHES

PRECAST RISER SECTION

6" SAND OR STONE

LEVELING

INLET = 5'

RIPRAP MIN. 12"

THICK

GEOTEXTILE FABRIC

(TOE IN EDGES A MIN.

SLOPE

CHANNEL SIDE

OF 12")

FLARED

END SECTION

(WHERE

INDICATED)

12"

MIN

P
I
P

E

D
I
A

.

CULVERT

12" MIN.

PIPE

DIA

L

12

515

18

21

24

30

36

42

48

54

60

66

72

78

84

10

15

20

(FEET)

H

(FEET)

H

2

4

6

8

OUTLET = L

RIPRAP SIDE INLET AS NECESSARY

FOR OVERLAND FLOW ENTERING

DRAIN. (TYP)

NOTES:

1. "H" PROVIDES FOR RIPRAP UP TO THE MIDPOINT OF THE AVERAGE PIPE

DIAMETER IN THE GROUPING.

2. "L" FOLLOWS MINIMUM APRON LENGTHS BASED ON EMPIRICAL FORMULA

U.S.E.P.A. 1976 L=3Q/D3/2 FOR TAILWATERS GREATER THAN 0.5D

(D=DIAMETER).

3. FOR UNDERDRAINS THAT OUTLET DIRECTLY ONTO SLOPED SURFACES, AN

END TREATMENT SHALL BE PROVIDED IN ACCORDANCE WITH MDOT

STANDARD DRAWING R-80-E FOR A CONCRETE END SECTION OR

EQUIVALENT DOT STANDARD DRAWING/SPECIFICATION.  A REMOVABLE,

SERVICABLE RODENT SCREEN SHALL BE PROVIDED. PROVIDE A TIED

CONCRETE BLOCK MAT, 4'Lx4'W, CENTERED ON THE OUTLET, WITH THE TOP

OF THE MAT MATCHING THE SLOPE OF THE ADJACENT SURFACE.  THE

BLOCK MAT SHALL BE DESIGNED FOR A MINIMUM DISCHARGE VELOCITY OF

10 FPS.

W
I
D

T
H

 
O

F
 
F

.
E

.
S

.
 
A

T
 
E

N
D

3
"

4
"

6
"

8
"

G
A

T
E

 
T

O
 
M

A
T

C
H

 
F

E
N

C
E

 
H

E
I
G

H
T

12"

8'-0" O.C.

TYPICAL POST SUPPORT

DETAIL

MOISTURE EXCLUDING CAP

4"x2" PRESSED STEEL HINGE,

#1681 BY SEMMERLING, OR

EQUAL

4" O.D. GALVANIZED

STEEL POST

3/4"x3/16" TENSION BAR-9 GAUGE TIE

WIRES TO BE 12" O.C. MAX

BEARING WASHER, #1731 BY

SEMMERLING MFG. CO. OR

EQUAL; EXTEND BOTTOM OF

POST BELOW FRAME AND

ATTACH HINGE

2" O.D. GALVANIZED STEEL PIPE FRAME WITH

WELDED CORNERS. FABRIC FASTENED AS PER

STANDARD CHAIN LINK FENCE DETAIL

FOR FENCE/GATE FABRIC

SEE SPECIFICATIONS

FROST-FREE DROP LATCH

WITH PADLOCK HOLE TO BE

APPROVED

1 5/8" O.D. GALVANIZED STEEL PIPE RAILS ALL

GATES TO HAVE TOP, MIDDLE AND BOTTOM

RAILS

DEAD BOLT CENTERED BEHIND

GATE FRAME, EACH HALF OF

GATE TO BE APPROVED

1" O.D. PIPE SLEEVE, SET FLUSH

WITH FINISHED GRADE

1 1/2" O.D. PIPE SILT TRAP,

WELD TO PIPE SLEEVE

SET SLEEVES INTO 6"x6"x12"

CONCRETE SLAB

NOTE:

BOTH SIDES OF DOUBLE SWINGING

GATES TO HAVE IDENTICAL

CONSTRUCTION

3/4"x1/4" STRETCHER BAR (TYP.)

18" DIA.

3
'
-
6
"

3" MAX.

3/8" PLUNGER ROD

CONCRETE PANEL TO BE 6"

THICK WHERE DOMES OR

GROOVES ARE USED

CONCRETE PANEL TO BE 6"

THICK WHERE DOMES OR

GROOVES ARE USED

DETECTABLE GROOVE DETAIL

1/4" WIDEx1/4" DEEP TOOLED

GROOVES AT 2" O.C., 24" WIDE

ELEVATION

SECTION

2 #3 BAR

18" BY 5/8" DIA. REROD

PREDRILL PAVEMENT

SURFACE

INSTALLATION PLAN

CENTER PARKING

BLOCK BETWEEN

STRIPES

8'

1'

1'

6 1/2"

6
 
1
/
2
"

4"

4
"

ADD CONTROL JOINTS OFF

CORNERS OF ADA DOMES

NTS

SIDEWALK RAMP DETAILS

A2

NTS

CURB TRANSITION DETAIL

A4

NTS

HYDRANT ASSEMBLY DETAIL

A5

NTS

EXTERIOR SHELTER

B2

NTS

STRAIGHT CURB

B4

NTS

RIPRAP END TREATMENT DETAIL

B5

NTS

PRECAST CONCRETE PARKING BLOCK

C4

NTS

DOUBLE GATE CHAIN LINK FENCE DETAIL

D2

NTS

24" DIA. CATCH BASIN

D4

FLARED RAMP SIDE SLOPE

1:10 MAX. SLOPE

6'-0" MIN.

1'-6" WHEN ADJACENT TO

LAWN OR LANDSCAPING AREA

DETECTABLE WARNING FIELD

(ONLY IF REQUIRED BY LOCAL

ORDINANCE OR CODE)

6'x12' EXTERIOR SHELTER - STANDARD UNIT

MANUFACTURER:  DUO-GUARD

MODEL:  GE161.1A

MOUNT TO CONCRETE SLAB WITH 1/2" CONCRETE

WEDGE ANCHOR BOLTS.

NOTES:

1. SHELTER PROVIDED BY OWNER.

2. GLAZING IS 1/4" CLEAR TEMPERED GLASS.

NTS

BIKE RACK DETAIL

D5

CONCRETE

FOUNDATION

4"X4" POST (8' LENGTH)

10" DIA.

2
'
-
6
"

NTS

6' BOARD ON BOARD FENCE DETAIL

D1

2"x4" RAIL (TYP x3)

1"x6" PLANK

ALTERNATING SIDES

6
"

NOTE:

POSTS AND RAILS SHALL BE PRESSURE TREATED

SOUTHERN YELLOW PINE, PLANKS SHALL BE CEDAR.

6
'
-
0
"

1
'
-
0
"

6
"

2
'
-
3
"

2
'
-
3
"

PLAN VIEW

#8 2" DECK SCREWS,

2 PER RAIL (6 PER PLANK)

NTS

AIR/VAC PAD DETAIL

A1

BACK OF CURB

3' MIN.

2
'
-
8
"
 
M

I
N

.

3
"

T
Y

P

3"

TYP

(3) #4 BARS EACH

WAY, MID-DEPTH

NOTE:

1. PAD DIMENSIONS ARE MINIMUMS BASED ON SPECIFICATIONS AND

DIMENSIONS PROVIDED BY VENDOR. CONFIRM EQUIPMENT DIMENSIONS

PRIOR TO CONSTRUCTION. NOTIFY ENGINEER OF ANY DISCREPANCIES.

2. ENSURE CONDUIT LOCATION DOES NOT CONFLICT WITH EQUIPMENT OR

REINFORCEMENT.

AIR VAC UNIT

ASSEMBLY,

BY VENDOR

REAR

2
'
-
2
"

3/4" CONDUIT,

REFER TO FUEL

SUPPLIER PLANS

4" MIN

3/8" ANCHOR,

TYPx4

1'-3"

6

D

E
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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DETAIL REFERENCED IN A6/C-703



EOP PER PLAN

SUBBASE

CONCRETE PAVING

CONCRETE PAVING

SUBBASE

REQUIRED AT ALL JUNCTIONS WITH LAWN AREAS

REQUIRED AT ALL JUNCTIONS WITH CONCRETE SLAB

12"

2
"

d
 
(
V

A
R

I
E

S
)

12"

HEAVY DUTYLIGHT DUTY

V
A

R
I
E

S

12"12"

NEGATIVE

CONCRETE PAVEMENT

SUBGRADE

BACKFILL

POSITIVE

CONCRETE PAVEMENT

R

6

"

R

1

'

-

0

"

R

1

'

-

0

"

R

6

"

1'-0"

1
1
"

1"

11 1/8"

1'-6"

7
"

1
/
2
"

4
"
 
M

I
N

.

11 5/8"1'-0"

1"

4
"
 
M

I
N

.

1
1
"

2
 
1
/
2
"

7
"

1
 
1
/
2
"

1'-6"

COMPACTED AGG.

REINFORCING PER PLAN

PROVIDE THICKNESS & 

NO HOT BITUMINOUS ASPHALT

12"

MAX

FLAT TOP CATCH BASIN DETAIL

CONE TOP MANHOLE DETAIL

CONCRETE PAVEMENT

CONCRETE PAVEMENT

BOTTOM OF

GRADE RINGS

FOR USE OUTSIDE O.C.R.C. RIGHT-OF-WAY INFLUENCE.

d
 
(
V

A
R

I
E

S
)

2
4
"

1
8
"

COARSE AGGREGATE DRAIN STONE

EXTEND TO BOTTOM OF PAVEMENT

COMPACTED AGG.

AGGREGRATE BASE

COURSE

AGGREGATE

BASE COURSE

APPROVED COMPACTED

SITE SUBBASE

4" PERFORATED UNDERDRAIN

AT 0% SLOPE W/ FILTER SOCK

AT PEDESTRIAN WALK AS

SHOWN ON SITE DRAINAGE

DWG.  CONNECT TO NEAREST

CATCH BASIN.

PAVING - REFER TO PVMT

STRUCTURE LEGEND ON

SITE PAVING DRAWING

NOTES:

1) ALL ITEM NUMBERS REFER TO STATE OF WISCONSIN DEPARTMENT OF

TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD CONSTRUCTION.

2) THE POURING FOR BOTH TYPES CAN BE COMPLETED AT THE SAME TIME. ALL

PAVEMENT JOINTS SHOULD BE IN CONFORMANCE WITH DETAIL PROVIDED ON

THIS SHEET.

3) SEE SPECIFICATIONS FOR MODIFICATIONS TO STANDARD CONCRETE D.O.T.

MIXES.

EXISTING  - SUBGRADE SLOPED AND

COMPACTED THE SAME AS THE

AGGREGATE BASE

WIS DOT SECTION  305  - AGGREGATE BASE

(5"  COURSE L.D.) INCLUDING UNDER AND 1'

BEYOND CURB

5" CONCRETE - WIS DOT SECTION 415

(28 DAY STRENGTH - 4000 PSI)

6.5" CONCRETE - WIS DOT SECTION 415

(28 DAY STRENGTH 4000 PSI)

FINISH

GRADE

AGGREGATE BASE

REVERSE SLOPE

AS REQUIRED

AGGREGATE

BASE

FINISH

GRADE

WIS DOT 305 - AGGREGATE BASE

6" COURSE HEAVY DUTY INCLUDING

UNDER AND 1' BEYOND CURB

d

V
A

R
I
E

S

1/2" EXPANSION

JOINT FILLER

SEALANT RESERVOIR

AND SEAL

STRUCTURE

CONCRETE

PAVEMENT

d

d
/
2

d
/
4

EPOXY COATED 1/2" (#4) DEFORMED

STEEL TIE BAR (30" O.C.)

24" (MIN.)

12"
48" TRANSITION (MIN.)

1 PANEL LENGTH (MAX.)

d
/
2

COMPACTED EARTH

1/2" EXPANSION JOINT

48" TRANSITION (MIN.)

1 PANEL LENGTH (MAX.)

d

SPACE 1/8" JOINTS IN ACCORDANCE

WITH B1 PLAN AND AS NOTED

d/4 (MIN.)

CONCRETE PAVEMENT

AGGREGATE BASE (C.I.P.)

COMPACTED SUBGRADE (C.I.P.)

d

d
/
2
 
(
M

I
N

.
)

d
/
4
 
(
M

I
N

.
)EPOXY COATED 3/4" SMOOTH

ROUND DOWEL (12" O.C.) ONE

SIDE LUBRICATED

14" (MIN.)

EMBEDMENT LENGTH 6" (MIN.)

EACH PANEL

12"12"

2
"

2
"

CONCRETE PAVEMENT

48" (MIN.)48" (MIN.)

1 PANEL LENGTH (MAX.)1 PANEL LENGTH (MAX.)

AGGREGATE BASE (C.I.P.)

COMPACTED SUBGRADE (C.I.P.)

CONCRETE PAVEMENT

1/2" WIDE EXPANSION JOINT

WITH SEALANT RESERVOIR AND

SEAL 1/2" DEEP

6
"

SLOPE BASE 0.5% TO

PROVIDE POSITIVE

DRAINAGE

AGGREGATE

BASE COURSE

SLOPE BASE 0.5% TO PROVIDE

POSITIVE DRAINAGE (ONE SIDE OF

JOINT MINIMUM)

CURBS MAY BE INSTALLED INTEGRALLY WITH

SLAB POUR AT CONTRACTORS OPTION.

SPACE 1/8" JOINTS IN ACCORDANCE WITH

B1 PLAN AND AS NOTED

4" UNDERDRAIN

CONNECTED TO STORM

SEWER SYSTEM

5
"
 
L
.
D

.

6
"
 
H

.
D

.

5
"
 
L
.
D

.

6
"
 
H

.
D

.

F
L
U

S
H

F
L
U

S
H

48" (MIN. TYP.)

1 PANEL LENGTH

(MAX.)

48" (MIN. TYP.)

1 PANEL LENGTH

(MAX.)

NTS

DOWELED BUTT JOINT

A4

NTS

TIED BUTT JOINT

A5

NTS

CONTRACTION JOINT (UNDOWELED)

B4

NTS

CONCRETE PAVEMENT EDGE

B5

NTS

CONCRETE PAVEMENT EDGE DETAIL

C5

NTS

EXPANSION JOINT

C4

NTS

UNDERDRAIN AT BUILDING FRONT SIDEWALK

C2

NTS

CURB & GUTTER DETAIL

D5

NTS

(TYP.) PAVEMENT AT MH AND CB

D4

NTS

LIGHT DUTY/HEAVY DUTY CONCRETE PAVEMENT SECTION

D2

NO HOT BITUMINOUS ASPHALT

COMPACTED AGG.

SHOWN ON SITE DRAINAGE DWG.

PEDESTRIAN WALK AS

4" PERFORATED UNDERDRAIN

CONCRETE CURBED WALK

12" WIDE x 8" DEEP ASPHALT

PAVING - REFER TO PVMT

SITE SUBBASE

APPROVED COMPACTED

AT 0% SLOPE W/ FILTER SOCK AT

COARSE AGGREGATE DRAIN STONE

EXTEND TO BOTTOM OF ASPHALT PVMT.

COMPACTED AGG.

12"

MAX

2
4
"

STRUCTURE LEGEND ON SITE

PAVING DWG.

SEALANT TO BE APPLIED ALONG WALKS IN

FRONT OF STORE.

PROVIDE THICKNESS &

REINFORCING PER PLAN

WELL DRAINED MATERIAL

6
"
 
M

I
N

.

4
"
 
M

I
N

.

BASE LAYER MUST SLOPE

TOWARD UNDERDRAINS

(MIN. 1%)

NTS

CONCRETE CURBED WALK

B2

6
"

6"

MIN

S
L
O

P
E

 T
O

 D
R

A
IN

8
"

NOTES:

1) MAXIMUM SPACING FOR CONTRACTION JOINTS SHALL BE 10' FOR CURB AND 20'

FOR SLABS.

TURN DOWN CONC. SLAB

SEE PLAN FOR REINFORCEMENT

6" 6"

1
'
-
1
"

4"8"8"4"

#3 BARS @ 18" C.C,

EACH WAY, MID-DEPTH

3/8" THICK CONTINUOUS

GALVANIZED STEEL PLATE

(TYP.)

1/2" DIA.x6" HEADED STUDS

AT 1'-6" O.C. STAGGERED

CENTERLINE OF COMPACTOR

WHEELS (TYP)

6'-0"

VERIFY COMPACTOR WHEEL SPACING PRIOR TO CONSTRUCTION

1
0
"

8"

1
0
"

8"4" 4"

NTS

COMPACTOR SLAB DETAIL

A2

BITUMINOUS PAVEMENT

1
'
-
1
"

6" 6"

FOR REINFORCEMENT

SEE PLAN

2" RADIUS

1/4" WIDE x 1/4" DEEP TOOLED

GROOVES AT 2" OC, 24" WIDE

BITUMINOUS OR

CONCRETE PAVING

1
'
-
1
"

6"6"

6" 2'-0"

6"

1
'
-
1
"

6"

6
"

NTS

DETECTABLE WARNING DETAIL

B6

NTS

TYP. FENCE POST DETAIL

A6

NTS

MECH. YARD EQUIPMENT PAD

D6

REINFORCING BARS (PER PLAN)

d
/
2

2"

TYP.

EXTEND THICKENED

SLAB 6" BEYOND PLATE

IN EACH DIRECTION

6"

6"

CONCRETE PAD

EQUIPMENT WIDTH

OR LENGTH

6"

MIN

6"

MIN

1
6
"

4
"

NTS

SMOKING SHELTER SLAB DETAIL

C6

3"

3
"

COMPACTED SUBGRADE

4" COARSE AGGREGATE,

AASHTO#57 OR EQUIVALENT

DOT SPECIFICATION

SEALANT TO BE APPLIED ALONG

WALKS IN FRONT OF STORE

12" DIA.

BITUMINOUS PAVEMENT

3
'
-
6
"

FENCE POST, SEE SHEET C-702

4" COARSE AGGREGATE,

AASHTO#57 OR EQUIVALENT

DOT SPECIFICATION

CONCRETE FOUNDATION

#4 BAR @ 12 O.C.

EACH WAY

WEED BARRIER

FABRIC UNDER

AGGREGATE

1A

1

B
U

I
L

D
I
N

G
 
L

I
N

E

1/2" EXPANSION

JOINT MATERIAL

#4 DOWEL @24" OC

#4 CONTINUOUS

SECTION LOCATION ON PLAN

SEALANT

7
"

5
"

7
 
5
/
8
"

3
/
8
"

8
"

1
0
"

4"

B
U

I
L

D
I
N

G
 
L

I
N

E

1/2" EXPANSION

JOINT MATERIAL

#4 DOWEL @24" OC

#4 CONTINUOUS

SECTION LOCATION ON PLAN

SEALANT

8
"

7
 
5
/
8
"

3
/
8
"

3
"

5
"

4"

N.T.S.

CONCRETE CURB SECTION 

A1

N.T.S.

CONCRETE CURB SECTION

B1

6'-0"

1
'
-
0
"

DRIVEWAY

CURB AS SPECIFIED

NOSE DOWN TO

FINISH GRADE

SURFACE

TYPE 1

TYPE 2

TYPICAL ELEVATION

NTS

CURB TAPER

D1

6

D

E
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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W
B

-
6
7
 
-
 
I
n
t
e
r
s
t
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e
 
S

e
m
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-
T

r
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e
r

Lot  2

STOP

STOP

STOP

STOP

STOP

159,264 SQ. FT.

1.97 AC

Lot  1

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0

0.0 0.0 0.0
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3.0 2.3 1.5 1.0 0.7 0.6 0.6 0.6 0.8 1.3 3.8 20.4 23.5 26.9 23.3 30.3 17.4 27.8 7.8 1.8 1.1 0.9 0.9 0.9 0.9 1.0 1.0 1.1 1.2 1.4 1.7 1.9 2.1 2.6 3.0 3.3 2.7 2.2 1.6 1.5 1.6 2.1

3.3 2.6 1.6 0.9 0.6 0.5 0.4 0.4 0.5 0.9 2.5 9.3 11.5 13.7 13.3 14.8 10.9 13.8 5.5 1.9 1.4 1.3 1.2 1.2 1.2 1.1 1.0 1.0 1.0 1.2 1.3 1.5 1.7 2.2 2.2 2.2 2.1 1.9 1.5 1.4 1.5 2.0

3.9 3.0 1.7 1.0 0.6 0.4 0.3 0.3 0.4 0.7 1.5 3.2 4.3 5.0 5.4 5.4 5.0 5.1 4.2 3.5 3.2 3.0 2.9 2.9 2.7 2.2 1.5 1.2 1.1 1.1 1.3 1.4 1.8 1.8 1.7 1.7 1.6 1.6 1.6 1.4 1.5 2.0

4.1 3.4 1.8 1.0 0.6 0.4 0.3 0.3 0.4 0.7 2.4 10.2 13.3 15.0 15.7 17.2 12.7 17.7 14.9 15.0 14.4 12.9 13.4 12.2 13.4 9.0 3.0 1.8 1.5 1.3 1.4 1.6 1.5 1.3 1.2 1.1 1.2 1.2 1.5 1.5 1.6 1.9

4.1 3.6 1.9 1.0 0.6 0.4 0.3 0.3 0.4 0.8 3.2 18.7 24.3 26.8 26.9 32.6 20.3 31.8 26.2 29.1 27.7 24.2 27.8 23.8 28.8 18.0 5.7 3.7 2.7 1.9 1.6 1.4 1.2 1.0 1.0 1.0 1.0 1.0 1.2 1.4 1.6 1.8

4.3 3.5 1.9 1.1 0.7 0.5 0.3 0.3 0.4 0.7 2.1 6.7 10.8 14.0 16.1 16.9 15.8 16.5 16.6 16.7 16.4 16.0 16.5 16.2 16.4 14.3 11.0 8.8 5.8 3.1 1.7 1.2 0.9 0.8 0.8 0.7 0.8 0.8 1.0 1.2 1.5 1.7

4.2 3.6 2.0 1.1 0.7 0.5 0.3 0.3 0.4 0.7 1.7 4.6 11.1 18.3 21.4 22.8 22.8 22.0 22.2 22.1 21.6 22.1 22.0 22.2 22.4 21.7 21.1 18.1 10.8 4.5 1.9 1.1 0.8 0.7 0.6 0.6 0.6 0.7 0.8 1.0 1.3 1.6

4.2 3.6 2.0 1.3 0.9 0.6 0.4 0.3 0.3 0.6 1.5 4.2 10.9 18.5 21.6 22.9 22.8 22.2 22.6 22.6 22.1 22.6 22.9 23.2 23.3 22.9 22.8 19.6 11.4 4.5 1.8 0.9 0.7 0.6 0.5 0.5 0.5 0.6 0.7 0.9 1.1 1.4

4.3 3.4 2.6 2.3 2.1 2.0 1.9 1.9 2.0 2.2 2.5 2.1 1.6 1.3 1.1 1.1 1.0 1.1 1.2 1.1 1.2 2.7 4.4 5.1 5.2 4.7 4.5 1.2 0.3

6.3 4.8 3.3 2.6 2.2 2.1 1.9 1.6 1.6 1.8 2.0 2.2 1.7 1.4 1.3 1.2 1.2 1.4 1.3 1.0 1.3 2.7 4.5 5.3 5.4 4.8 4.5 1.2 0.3

7.2 8.9 6.9 4.3 3.1 2.5 2.2 1.8 1.4 1.3 1.4 1.6 1.8 2.1 1.9 1.8 1.9 1.6 1.4 1.1 1.0 1.1 2.5 4.6 5.7 6.3 5.4 4.5 1.2 0.4

9.3 11.5 9.0 5.4 3.5 2.6 2.3 1.8 1.3 1.1 1.2 1.4 1.6 2.0 2.1 2.3 2.1 1.8 1.3 1.0 0.9 1.1 2.3 4.7 6.2 7.4 5.9 4.2 1.2 0.4

10.5 12.9 10.2 6.0 3.7 2.6 2.3 1.8 1.2 1.0 1.1 1.3 1.4 1.9 2.3 2.9 2.5 1.7 1.3 1.0 1.0 1.1 2.2 4.7 6.4 7.8 5.7 3.9 1.2 0.4

10.0 12.3 9.7 5.8 3.6 2.6 2.3 1.7 1.2 1.0 1.1 1.3 1.4 2.0 2.1 2.5 2.3 1.8 1.3 1.0 1.0 1.0 2.1 4.4 5.9 7.2 5.4 3.7 1.0 0.4

8.1 10.1 7.9 4.9 3.3 2.6 2.2 1.7 1.2 1.0 1.1 1.2 1.4 1.8 1.9 1.8 1.8 1.8 1.3 1.0 1.0 1.0 2.0 4.0 5.1 5.9 4.9 3.5 0.8 0.4

5.9 7.4 5.6 3.8 2.9 2.3 2.1 1.7 1.2 1.1 1.1 1.3 1.6 1.6 1.4 1.4 1.4 1.3 1.6 1.2 1.0 1.1 2.0 3.5 4.2 4.5 3.8 3.3 0.7 0.3

4.1 5.1 4.0 2.9 2.5 2.1 1.9 1.6 1.2 1.1 1.2 1.4 1.5 1.2 1.2 1.1 1.1 1.1 1.2 1.4 1.2 1.2 1.9 2.9 3.3 3.4 2.9 2.7 0.8 0.2

3.2 3.8 3.1 2.5 2.3 2.1 1.8 1.5 1.2 1.2 1.2 1.3 1.1 1.0 1.0 0.9 0.9 0.9 1.0 1.1 1.2 1.3 1.9 2.5 2.8 2.7 2.3 2.1 0.6 0.2

2.8 3.1 2.7 2.3 2.2 2.1 1.7 1.5 1.3 1.1 1.1 1.0 0.9 0.8 0.8 0.8 0.7 0.8 0.8 0.9 1.0 1.3 1.7 2.2 2.4 2.4 2.0 1.7 0.7 0.2

2.5 2.7 2.4 2.1 1.9 1.8 1.6 1.4 1.2 1.1 1.0 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.7 0.7 0.9 1.2 1.6 1.9 2.2 2.2 1.9 1.5 0.7 0.2

2.1 2.3 2.1 1.7 1.6 1.5 1.4 1.3 1.1 1.0 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.7 0.8 1.1 1.4 1.7 1.9 1.9 1.6 1.2 0.6 0.2

1.8 2.0 1.8 1.5 1.4 1.4 1.3 1.2 1.1 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.7 1.0 1.2 1.5 1.8 1.7 1.4 1.1 0.6 0.2

1.8 2.0 1.8 1.5 1.4 1.4 1.3 1.2 1.1 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.7 0.9 1.2 1.4 1.7 1.7 1.4 1.1 0.6 0.3

2.0 2.2 1.9 1.6 1.5 1.5 1.4 1.3 1.1 1.0 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.8 1.0 1.2 1.5 1.8 1.8 1.5 1.2 0.7 0.3

2.3 2.5 2.3 1.9 1.8 1.7 1.5 1.3 1.2 1.0 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.7 0.8 1.0 1.3 1.6 1.9 2.0 1.7 1.4 0.9 0.2

2.6 2.9 2.6 2.2 2.2 2.0 1.7 1.4 1.2 1.1 1.0 1.0 0.8 0.8 0.7 0.7 0.7 0.7 0.7 0.8 0.9 1.0 1.4 1.8 2.1 2.2 1.9 1.6 1.0 0.2

3.0 3.5 2.9 2.4 2.3 2.0 1.7 1.5 1.2 1.1 1.2 1.2 1.0 0.9 0.9 0.8 0.8 0.8 0.9 1.0 1.1 1.1 1.5 2.0 2.4 2.3 2.0 1.8 1.0 0.3 0.1

3.7 4.5 3.6 2.7 2.3 2.0 1.8 1.5 1.2 1.1 1.2 1.4 1.3 1.1 1.1 1.0 1.0 1.0 1.1 1.3 1.1 1.0 1.4 2.3 2.8 2.7 2.5 2.3 1.2 0.2 0.2

5.2 6.5 4.9 3.4 2.7 2.2 2.0 1.6 1.2 1.0 1.1 1.3 1.6 1.4 1.3 1.2 1.2 1.2 1.4 1.2 1.0 0.9 1.3 2.6 3.4 3.5 3.4 2.9 1.4 0.3 0.2

7.5 9.2 7.1 4.4 3.1 2.5 2.2 1.7 1.2 1.0 1.0 1.2 1.4 1.8 1.8 1.7 1.8 1.6 1.3 1.0 0.9 0.8 1.1 2.9 4.1 4.6 4.6 3.5 1.4 0.4 0.2

9.5 11.6 9.1 5.4 3.5 2.6 2.2 1.7 1.1 0.9 1.0 1.1 1.3 1.8 2.0 2.2 2.1 1.8 1.3 1.0 0.9 0.8 1.0 3.1 4.7 5.6 5.7 3.6 1.6 0.5 0.2

10.5 12.8 10.1 5.9 3.6 2.6 2.2 1.7 1.1 0.9 0.9 1.1 1.2 1.7 2.2 2.9 2.4 1.7 1.3 1.0 0.9 0.8 1.0 3.2 5.0 6.2 6.3 3.5 1.7 0.5 0.2

9.8 12.0 9.4 5.6 3.5 2.6 2.2 1.7 1.1 0.9 1.0 1.1 1.3 1.9 2.0 2.4 2.2 1.8 1.3 1.0 0.9 0.7 1.0 3.1 4.8 5.8 5.9 3.6 1.6 0.5 0.2

7.9 9.7 7.5 4.6 3.2 2.5 2.2 1.7 1.1 0.9 1.0 1.1 1.3 1.7 1.9 1.7 1.8 1.7 1.3 1.0 0.9 0.8 1.1 3.0 4.2 4.9 4.9 3.6 1.5 0.4 0.2

5.6 7.1 5.3 3.6 2.7 2.2 2.0 1.6 1.2 1.0 1.1 1.2 1.6 1.5 1.3 1.3 1.3 1.3 1.5 1.2 1.0 0.8 1.3 2.7 3.5 3.8 3.6 3.1 1.5 0.3 0.2

3.9 4.8 3.8 2.8 2.4 2.1 1.8 1.5 1.2 1.1 1.2 1.4 1.4 1.2 1.1 1.0 1.0 1.0 1.1 1.3 1.1 0.9 1.3 2.3 2.9 2.9 2.7 2.5 1.2 0.2 0.2

3.0 3.6 3.0 2.4 2.2 2.0 1.7 1.5 1.2 1.1 1.2 1.2 1.1 1.0 0.9 0.9 0.9 0.9 0.9 1.0 1.1 1.1 1.5 2.0 2.4 2.4 2.1 2.0 1.1 0.3 0.1

2.6 3.0 2.6 2.3 2.2 2.0 1.7 1.4 1.2 1.1 1.1 1.0 0.9 0.8 0.7 0.7 0.7 0.7 0.8 0.8 0.9 1.0 1.4 1.8 2.1 2.2 2.0 1.7 1.1 0.3 0.1

2.3 2.6 2.3 2.0 1.8 1.7 1.5 1.3 1.2 1.0 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.7 0.7 0.9 1.3 1.6 1.9 2.0 1.8 1.5 1.0 0.3 0.2

1.9 2.2 1.9 1.6 1.6 1.5 1.4 1.2 1.1 1.0 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.7 0.9 1.2 1.4 1.7 1.8 1.6 1.3 0.8 0.3 0.2

1.7 2.0 1.7 1.5 1.4 1.4 1.3 1.2 1.1 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.8 1.1 1.3 1.6 1.7 1.5 1.2 0.7 0.3 0.2

1.7 1.9 1.7 1.4 1.4 1.3 1.3 1.2 1.1 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.8 1.0 1.3 1.5 1.7 1.5 1.2 0.8 0.4 0.1

1.9 2.1 1.9 1.6 1.5 1.5 1.4 1.2 1.1 1.0 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.7 0.8 1.1 1.3 1.6 1.8 1.6 1.3 0.9 0.5 0.1

2.3 2.5 2.2 1.9 1.8 1.7 1.5 1.3 1.2 1.0 0.9 0.8 0.7 0.7 0.6 0.6 0.6 0.6 0.6 0.7 0.7 0.8 1.1 1.4 1.7 2.0 1.9 1.6 1.2 0.6 0.2

2.6 2.9 2.6 2.2 2.2 2.0 1.7 1.4 1.2 1.1 1.0 1.0 0.9 0.8 0.7 0.7 0.7 0.7 0.7 0.8 0.9 0.9 1.1 1.5 1.9 2.1 2.0 1.7 1.4 0.5 0.2

3.0 3.5 2.9 2.4 2.3 2.0 1.7 1.5 1.2 1.1 1.2 1.2 1.1 1.0 0.9 0.9 0.9 0.9 0.9 1.0 1.1 1.0 1.1 1.7 2.2 2.4 2.2 1.9 1.7 0.4 0.2

3.8 4.6 3.6 2.7 2.4 2.1 1.8 1.5 1.2 1.1 1.2 1.4 1.3 1.1 1.1 1.0 1.0 1.0 1.1 1.3 1.1 0.9 0.9 1.7 2.5 2.8 2.8 2.4 2.3 0.6 0.2

5.4 6.7 5.1 3.5 2.7 2.2 2.0 1.6 1.2 1.0 1.1 1.3 1.7 1.5 1.3 1.3 1.3 1.3 1.5 1.2 1.0 0.8 0.9 1.9 3.0 3.5 3.7 3.2 2.7 0.5 0.2

7.6 9.4 7.2 4.5 3.2 2.5 2.2 1.7 1.2 1.0 1.0 1.2 1.4 1.8 1.9 1.7 1.9 1.7 1.3 1.1 0.9 0.8 0.8 1.9 3.6 4.3 5.0 4.1 3.0 0.6 0.3

9.6 11.8 9.2 5.5 3.5 2.6 2.2 1.7 1.1 0.9 1.0 1.2 1.3 1.9 2.0 2.4 2.2 1.8 1.3 1.0 0.9 0.7 0.7 1.9 3.9 5.1 6.2 4.4 3.0 0.7 0.3

10.4 12.8 10.0 5.9 3.6 2.6 2.2 1.7 1.2 1.0 1.0 1.2 1.3 1.7 2.2 3.0 2.5 1.8 1.4 1.1 0.9 0.8 0.7 2.0 4.1 5.4 6.8 4.2 3.0 0.7 0.4

9.7 11.9 9.2 5.5 3.5 2.6 2.3 1.7 1.2 1.0 1.0 1.2 1.4 2.0 2.1 2.5 2.3 1.9 1.4 1.1 0.9 0.8 0.7 1.9 4.0 5.1 6.3 4.4 3.0 0.7 0.3

7.8 9.5 7.3 4.5 3.2 2.6 2.2 1.7 1.2 1.1 1.1 1.3 1.5 1.9 2.0 1.9 2.0 1.8 1.4 1.1 1.0 0.8 0.8 1.9 3.6 4.4 5.0 4.1 3.0 0.5 0.3 0.2

5.5 6.9 5.1 3.5 2.8 2.3 2.1 1.7 1.3 1.2 1.2 1.4 1.8 1.6 1.5 1.4 1.4 1.4 1.7 1.3 1.1 0.9 0.9 1.9 3.1 3.5 3.8 3.2 2.7 0.5 0.2 0.2

3.9 4.7 3.7 2.8 2.4 2.1 2.0 1.7 1.4 1.3 1.4 1.6 1.6 1.4 1.3 1.3 1.3 1.3 1.4 1.5 1.3 1.0 1.0 1.8 2.6 2.8 2.8 2.4 2.3 0.6 0.2 0.1

3.1 3.6 3.0 2.4 2.3 2.1 1.9 1.6 1.5 1.4 1.5 1.5 1.4 1.3 1.2 1.1 1.1 1.2 1.2 1.3 1.3 1.2 1.3 1.8 2.2 2.3 2.2 1.9 1.8 0.4 0.2 0.1

2.7 3.0 2.6 2.3 2.2 2.1 1.8 1.6 1.5 1.5 1.5 1.4 1.3 1.2 1.1 1.0 1.0 1.1 1.1 1.2 1.2 1.2 1.3 1.6 1.9 2.0 1.9 1.7 1.5 0.6 0.2 0.2

2.3 2.6 2.3 2.0 1.9 1.8 1.6 1.5 1.5 1.5 1.6 1.5 1.3 1.2 1.1 1.1 1.1 1.1 1.2 1.2 1.3 1.3 1.3 1.5 1.7 1.8 1.7 1.5 1.2 0.6 0.3 0.2

2.0 2.2 2.0 1.7 1.6 1.6 1.5 1.4 1.4 1.5 1.6 1.6 1.5 1.3 1.2 1.2 1.2 1.2 1.3 1.4 1.4 1.2 1.2 1.3 1.4 1.5 1.5 1.3 1.0 0.6 0.3 0.3 0.2

1.9 2.0 1.9 1.6 1.5 1.4 1.4 1.4 1.4 1.4 1.4 1.6 1.7 1.5 1.4 1.3 1.3 1.4 1.5 1.6 1.3 1.2 1.2 1.2 1.3 1.4 1.3 1.2 1.0 0.7 0.5 0.4 0.4

2.0 2.1 2.0 1.7 1.5 1.6 1.5 1.4 1.3 1.2 1.3 1.4 1.7 1.8 1.6 1.7 1.7 1.6 1.8 1.4 1.2 1.1 1.1 1.2 1.3 1.4 1.4 1.3 1.1 0.9 0.8 0.7 0.6

2.0 2.0 2.0 1.9 1.8 1.8 1.8 1.5 1.2 1.1 1.2 1.3 1.5 1.8 2.0 2.0 2.0 1.9 1.5 1.3 1.2 1.2 1.2 1.3 1.5 1.7 1.8 1.8 1.8 1.7 1.5 1.4 1.2

2.1 2.2 2.1 2.0 2.3 2.4 2.1 1.5 1.1 1.0 1.1 1.2 1.4 2.0 2.2 2.7 2.5 1.9 1.5 1.3 1.3 1.3 1.4 1.7 2.0 2.5 2.9 3.2 3.2 3.0 3.0 2.8 2.4 2.0

2.6 2.6 2.6 2.7 3.2 3.0 1.9 1.3 1.0 0.9 1.0 1.2 1.3 1.9 2.2 2.9 2.5 1.8 1.5 1.2 1.3 1.3 1.6 2.1 2.7 3.4 4.1 4.3 4.4 4.4 4.3 4.0 3.7 2.9

2.7 2.7 2.8 3.9 4.0 2.8 1.7 1.2 1.0 0.9 1.0 1.2 1.3 1.8 1.9 2.1 2.0 1.9 1.4 1.2 1.2 1.3 1.5 2.0 2.6 3.3 3.9 3.7 3.6 3.5 3.5 3.5 3.6 2.9 2.2

4.3 3.5 4.3 3.8 3.3 2.7 1.7 1.2 1.0 0.9 1.0 1.2 1.4 1.8 1.6 1.7 1.7 1.5 1.5 1.2 1.2 1.2 1.4 1.9 2.2 2.9 4.0 4.9 4.8 3.7 4.7 4.8 3.8 2.7 1.8

4.2 3.4 4.2 3.2 3.1 2.8 1.7 1.2 1.0 0.9 1.1 1.3 1.5 1.3 1.2 1.1 1.1 1.2 1.4 1.4 1.2 1.1 1.2 1.6 1.8 2.0 2.4 3.8 4.9 4.9 4.8 3.7 2.2 1.8 1.4

3.0 3.0 3.1 2.8 3.0 2.7 1.7 1.2 0.9 0.9 1.1 1.3 1.1 1.0 0.9 0.9 0.9 0.9 1.0 1.2 1.1 1.0 1.0 1.1 1.3 1.4 1.6 2.0 2.4 2.9 2.4 1.9 1.4 1.1 0.9 0.7

2.2 2.6 2.2 1.8 1.8 1.7 1.1 0.9 0.8 0.8 0.9 0.9 0.8 0.8 0.7 0.7 0.7 0.7 0.8 0.9 0.9 0.8 0.7 0.8 0.8 0.7 0.9 1.0 1.1 1.0 1.0 0.9 0.7 0.5 0.5 0.4

0.5 0.5 0.5 0.4 0.3 0.4 0.4 0.5 0.6 0.7 0.7 0.7 0.6 0.6 0.5 0.5 0.5 0.5 0.6 0.6 0.6 0.6 0.6 0.5 0.4 0.3 0.3 0.3 0.3 0.3 0.3 0.2 0.2 0.1 0.1 0.1 0.1

0.3 0.3 0.3 0.3 0.3 0.3 0.3 0.3 0.4 0.5 0.5 0.5 0.5 0.5 0.4 0.4 0.4 0.4 0.5 0.5 0.5 0.5 0.4 0.4 0.3 0.3 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1

0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.3 0.3 0.4 0.4 0.4 0.4 0.4 0.3 0.3 0.3 0.4 0.4 0.4 0.4 0.4 0.3 0.3 0.3 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1

2.1 2.3 2.5 2.8 3.8

2.3 2.5 2.9 3.7

2.5 2.8 3.5 5.0

2.6 3.0 4.0 6.5

2.5 3.0 4.3 7.4

2.5 3.0 4.2 7.0

2.5 2.9 3.8 5.7

2.3 2.6 3.2 4.2

2.1 2.3 2.7 3.2

2.0 2.2 2.4 2.7

1.9 2.2 2.3 2.5

1.7 1.9 2.0 2.2

1.1 1.3 1.5 1.6 1.7 1.8

1.0 1.2 1.3 1.4 1.4 1.6

0.9 1.1 1.2 1.3 1.4 1.6

1.1 1.3 1.4 1.5 1.7

1.3 1.5 1.7 1.8 2.0

1.7 2.0 2.2 2.2 2.3

4.3 4.3 2.9 2.5 2.6

17.8 14.8 4.5 2.9 2.9

20.3 19.2 6.3 3.6 3.9

30.3 9.0 4.5 5.3

32.6 9.8 5.0 6.8

18.5 21.8 7.8 5.0 7.5

21.1 20.4 6.1 4.6 7.0

6.6 6.9 4.0 3.8 5.5

2.2 2.6 2.6 3.0 4.0

1.5 1.8 2.1 2.5 3.0

1.3 1.6 2.0 2.2 2.5

1.2 1.6 1.9 2.1 2.3

1.1 1.4 1.6 1.8 2.0

1.6 1.6 1.4 1.5 1.6

3.3 2.1 1.2 1.3 1.5

4.8 2.2 1.3 1.3 1.5

4.7 2.3 1.4 1.4 1.6

2.4 2.0 1.6 1.7 1.9

1.4 1.7 1.9 2.0 2.2

1.2 1.6 2.0 2.2 2.5

1.3 1.7 2.0 2.4 2.8

1.5 1.9 2.2 2.8 3.8

1.9 2.4 2.8 3.5 5.2

4.0 4.4 3.5 4.2 6.8

15.1 15.3 5.4 4.6 7.5

18.7 19.7 6.7 4.7 7.0

26.6 8.6 4.5 5.6

32.7 9.3 4.1 4.2

20.6 7.0 3.4 3.1

18.7 19.6 5.7 3.0 2.7

12.4 12.9 4.4 2.6 2.5

2.9 3.2 2.4 2.1 2.1

1.4 1.6 1.6 1.6 1.8

1.1 1.3 1.3 1.4 1.6

1.2 1.3 1.4 1.5 1.8

1.4 1.6 1.7 1.6 1.9

1.0 1.4 2.1 2.2 2.0 1.9

0.9 1.2 2.0 3.1 3.0 2.4

0.8 1.1 1.7 3.0 4.2 3.4

0.9 1.1 1.7 2.8 3.3 4.1

0.9 1.2 1.8 2.9 2.8 3.4

0.8 1.1 1.8 2.9 2.7 2.9

0.7 0.8 1.1 1.7 1.6 1.9

0.4 0.4 0.2 0.3 0.3 0.4

0.2 0.2 0.1 0.2 0.2 0.2

0.1 0.1 0.1 0.1 0.1 0.2

STOP

STOP

1.3 1.7 2.0

1.5 1.9 2.2

1.9 2.4 2.8

4.0 4.4 3.5

15.115.35.4

18.719.76.7

26.68.6

32.79.3

20.67.0

18.719.65.7

12.412.94.4

2.9 3.2 2.4

1.4 1.6 1.6

STOP

STOP

1.3 1.5 1.7 1.8

1.7 2.0 2.2 2.2

4.3 4.3 2.9 2.5

17.814.84.5 2.9

20.319.26.3 3.6

30.39.0 4.5

32.69.8 5.0

18.521.87.8 5.0

21.120.46.1 4.6

6.6 6.9 4.0 3.8

2.2 2.6 2.6 3.0

1.5 1.8 2.1 2.5

1.3 1.6 2.0 2.2

Luminaire Schedule

Label Qty Description Lum. Lumens

SA 11 Site light arm mounted, type 3 backlight control, 32,000 lumen LED, 30' pole 32040

SB 4 Site light arm mounted, type 4 backlight control, 34,000 lumen LED, 30' pole 29285

SC 5 Site light arm mounted, type 5, 48,000 lumen LED, 30' pole 48061

SD 3 Site light double arm mounted, type 3, 43,000 lumen LED, 30' pole 43313

K7 20 Canopy surface mounted, 8,000 lumen LED 8821

K8 10 Canopy surface mounted, 13,000 lumen LED 13636

L3 8 Wall mounted, 4,100 lumen LED 4031

M1 3 Wall mounted, 2,000 lumen LED 1998

GSK1 14 Canopy surface mounted, 13,000 lumen LED 13636

GSL1 2 Wall mounted, 4,100 lumen LED 4031

Statistical Area Summary

Label Avg Max Min Avg/Min Max/Min

Driveway - Back 1.95 5.7 0.1 19.50 57.00

Driveway - Front Center 1.91 6.9 0.5 3.82 13.80

Driveway - Front Left 1.56 5.4 0.1 15.60 54.00

Gas Station 4.36 38.0 0.1 43.60 380.00

Parking - Left Side

Parking - Main

4.67 32.6 0.3 15.57 108.67

1.87 12.9 0.1 18.70 129.00

Storefront - Horizontal 3.77 32.7 0.1 37.70 327.00

1" = 50'

SITE PHOTOMETRIC PLAN
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21 S. Evergreen Ave., Suite 200

Arlington Heights, Illinois  60005

t: 847 788 9200  f: 847 788 9536

07/21/2020 ADR SUBMITTAL

JOB NO. 20200104.0

DESIGNERPROJECT MANAGER
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REV. DATE DESCRIPTION
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1" = 20'

CANOPY PHOTOMETRIC PLAN

A5

1" = 20'

CANOPY PHOTOMETRIC PLAN

A6

EBL1 1 Eyebrow light 1 N.A.

EBL2 2 Eyebrow light 2

EBL3 4 Eyebrow light 3

LLF

0.810

0.810

0.810

0.810

0.970

0.970

0.990

0.970

0.970

0.990

1.000

1.000

1.000

N.A.

N.A.

2.02 6.6 0.1 20.20 66.00Driveway - North

SA1 1 Site light arm mounted, type 3, 43,000 lumen LED, 30' pole 43313 0.810

SF 4 Site light arm mounted, type 2 backlight control, 34,000 lumen LED, 30' pole 34414 0.810

Lot  3





MCKEE ROAD

SITE

LEGEND

topoGraphic map

BaSiS oF BEariNGS
Bearings are referenced  to the Dane County Coordinate System in which South line of the SW 1 /4
bears N88°12'32"W.

SitE aDDrESS
Vacant Land at 2975 Kapec Road, Fitchburg, Dane County, Wisconsin.

cLiENt
Greenberg Farrow

Drawing No. 20200330TOPO3476-far

This document is an instrument of professional service, and may be protected by the
surveyors work product doctrine or surveyor / client privilege. The information shown
hereon is intended solely for the use of the client and client directed third parties.

Date                             Revision description
Ma 30, 2020 Additional Inverts           far

234 W. Florida Street
Milwaukee, WI 53204

414-224-8068
www.chaputlandsurveys.com

ViciNitY map

NotE
: No Gas or Electric plans were provided by the City at the time of survey.
: Utility lines are shown from visible surface evidence, municipal plans and from plans and markings

provided by Diggers Hotline, the One-call Utility Marking System (Wisconsin Statute 182.0175), Ticket
Number 20201005331 & 202001005334.

VErticaL Datum
Vertical datum is based on North American Vertical Datum of 1988.

DatE
March 23, 2020.


